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Developing a globally significant nickel project for a clean energy future    

 

8 May 2025 

Jaguar Nickel Sulphide Project – Value Engineering 

JAGUAR VALUE ENGINEERING ENHANCES FEASIBILITY STUDY ECONOMICS AND 
CONFIRMS LONG-LIFE, SUSTAINABLE AND LOW-COST NICKEL SULPHIDE PROJECT  
Compelling economics and enhanced financial returns cement Jaguar’s position as one of the best new nickel 

sulphide projects globally, from both an economic and sustainability perspective 

 

 Updated JORC Ore Reserve estimate of 52Mt @ 0.78% Ni for 406,100 tonnes of contained nickel 

 Mine life optimised to a 15-year open pit project with a lower strip ratio of 4.9:1 

 Higher average annual nickel production of 22,600tpa over first seven years of full production 
delivering free operating cash-flows over this period of US$169 million pa (A$264 million pa)   

 Updated first quartile life-of-mine C1 cash cost of US$2.67/lb and AISC of US$3.55/lb Ni  

 Confirmed low capital intensity with pre-production capex of US$380 million (including pre-strip 
and contingency) 

 Post Tax operating cash flow of US$2.00 billion 

 Post Tax NPV8 of A$1.15 billion and IRR of 34% pa 

 Capital payback of 1.8 years from first nickel concentrate production   

 Underground Resource demonstrates potential for significant mine life extension beyond the 
open pit operations 

 
Centaurus Metals (ASX Code: CTM) is pleased to announce the outcomes of the Jaguar Value Engineering Process (JVEP), 
undertaken with a view to delivering enhanced Feasibility Study (FS) economics and de-risking the overall project 
development pathway for its 100%-owned Jaguar Nickel Sulphide Project in the Carajás Mineral Province of northern Brazil.   

The JVEP work confirms and enhances the strong FS economics while continuing to demonstrate a long-life production 
profile at first quartile operating costs with low capital intensity.   

The Jaguar Project represents a cornerstone asset for Centaurus that will underpin the Company’s ambition to build a 
diversified Brazilian critical minerals business with best-in-class ESG credentials. 

The outcomes of JVEP confirm the potential for Jaguar to become a sustainable, long-term and low-cost producer of low-
emission nickel for global markets, generating strong financial returns while also delivering significant social and economic 
benefits for the local communities where the Project is located. Jaguar is currently one of the largest undeveloped nickel 
sulphide projects globally and a highly strategic potential source of unencumbered nickel concentrate product.  

Jaguar represents one of the few potential new sources of nickel supply from outside of Indonesia, which is forecast to 
increase its global share of mined supply to ~70% before the end of the decade. Importantly, Jaguar’s first quartile cost 
positioning enables the Project to compete with Indonesia, and generate strong earnings margins through the nickel price 
cycle, even in today’s low nickel price environment.  
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The JVEP only covers open pit nickel sulphide ore with optimisation of the mine plan now showing an initial 15-year mine 
life, delivering nickel sulphide feed to a 3.5Mtpa conventional nickel flotation plant to produce approximately 22,600 tonnes 
per annum of recovered nickel metal in concentrate over the first seven years of full production and a life-of-mine (LOM) 
average production profile of 18,700 tonnes of recovered nickel metal per annum at a low, first quartile LOM C1 operating 
cost of US$2.67/lb and AISC of US$3.55/lb, on a contained nickel basis. Any upside potential from underground resources 
has not been considered in the JVEP economics. 

The low AISC is largely driven by: 

 Very low power costs (approximately US$0.04/kWh as a result of the renewable power that will supply the Project 
via the 230kV Brazilian national grid);  

 The very high-grade nickel concentrate produced (+30% Ni) which will significantly reduce mine-to-market logistics 
costs;  

 The size and quality of the Project’s nickel sulphide deposits, supporting the scale of the proposed operation;  
 Conventional mining and processing methods, minimizing operational risk and boosting overall efficiency of the 

proposed operation; 
 State-based indirect tax incentives associated with operating in nickel and in the Carajás Mineral Province; and  
 The favourable Brazilian Real exchange rate.   

Centaurus’ Managing Director, Mr Darren Gordon, said: 

“The completion of the Jaguar Value Engineering Process marks another important step towards the development of this 
world-class nickel sulphide asset, demonstrating enhanced economics and further de-risking our development pathway.  

“The compelling economics and enhanced forecast financial returns outlined in the value engineering work confirm Jaguar’s 
outstanding fundamentals and our long-standing belief that we have one of the world’s best new nickel sulphide projects, 
both from an economic and sustainability perspective.  

“Importantly, we expect the Project will deliver significant benefits to the local communities where we operate over a long 
period of time, becoming the cornerstone of our strategy to build a long-term Brazilian strategic minerals business that will 
benefit all our key stakeholders.  

“The key driver of the Project’s robust economics is the first quartile All-In-Sustaining-Cost (AISC) of approximately 
US$3.55/lb Ni (US$4.43/lb on a payable basis) and the associated strong free cash-flows that are generated over the 
optimised 15-year open pit mine life. 

“This gives us a high degree of confidence that Jaguar will be financially viable in any future nickel price environment. 
Indonesia has transformed the global nickel industry landscape, so it is critical that any new project can compete on cost with 
Indonesian nickel production – which currently represents ~65% of global nickel supply and is forecast to reach ~70% by the 
end of this decade. We are confident that Jaguar will be able to compete over the long term with Indonesia – importantly, 
with a significantly lower carbon footprint due to its use of 100% renewably sourced power for the Project in Brazil.  

“At a life-of-mine nickel price of US$19,800/tonne Ni, which is aligned with the long-term nickel price forecasts of several 
leading industry forecasts and investment banks, the value engineered open pit Project delivers a Post Tax NPV of A$1.15 
billion and a Post Tax IRR of 34% pa. These strong economics give us the confidence to continue to progress all of the key 
workstreams required to make a Final Investment Decision, now targeted for Q1 2026.  

“Central to these activities will be the advancement of the strategic partnering discussions now that the value engineering 
work has been completed. The Company has been actively engaging with a range of potential partners and off-takers who 
have indicated strong interest in the Project. A number of these groups have also assessed the suitability of the high-grade 
Jaguar concentrate product to their respective downstream processing routes, underlining the strategic nature of Jaguar’s 
unencumbered nickel sulphide reserves, particularly for supply to the rapidly growing EV battery value chain globally.   

“With all key approvals for the Project now in place, FID can occur once a suitable funding package for the Project has been 
secured, with the team working to a target date of Q1 2026.” 

KEY JVEP OUTCOMES & PROJECT HIGHLIGHTS 

Strong Post Tax Financial Returns 
 Operating cash flow of US$2.00 billion (A$3.12 billion). 
 Undiscounted free cash flow of US$1.62 billion (A$2.53 billion). 
 NPV8 of US$735 million (A$1.15 billion). 
 IRR of 34% pa.  
 Capital payback of 1.8 years from first nickel concentrate production. 
 Average annual free operating cash-flow over the first seven years of full production US$169 million (A$264 million) 

and LOM average annual free operating cash flow of US$132 million (A$206 million).  
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Key Changes to Project from Feasibility Study 
 Optimised mine plan with lower strip ratio leading to new JORC Ore Reserve estimate. 
 Optimised 15-year open pit mine life (vs 18 years previously) to deliver a more robust and economic project. 
 Better utilisation of pre-strip waste into Integrated Waste Landform (IWL) construction, reducing the overall volume 

of earth movement during construction, leading to reduced mine capital costs. 
 Optimised process plant layout and using natural topography more effectively in the layout design reducing cut-

and-fill associated with earthworks around the Project site. 
 Process flowsheet updated to produce a very high-grade nickel concentrate. LOM concentrate grade now over 30% 

Ni compared to 12.3% Ni in the FS. 
 Additional equipment now included in the process flowsheet to produce the high-grade concentrate, resulting in 

the inclusion of additional capital costs in the process plant. 
 Reduced logistics costs associated with movement of significantly reduced volumes of nickel concentrate offset by 

higher reagent and power costs required to produce the high-grade concentrate. 
 New concentrate attracts higher nickel payability improving revenue per tonne of nickel produced.  
 The high-grade concentrate now delivers a product specification which sees some revenue being generated from 

the by-products of copper and cobalt which did not occur with the original FS concentrate specification. 

Production Base, Nickel Price & FID Timing 
 Production of a very high-grade (+30%) nickel concentrate via a conventional 3.5Mtpa nickel flotation circuit. 
 22,600 tonnes per annum of recovered nickel metal over the first seven years of full production and a life-of-mine 

average production profile of 18,700 tonnes of recovered nickel metal per annum from open pit operations. 
 Long-term nickel price assumption of US$19,800/tonne (US$8.98/lb) and 80% nickel payability. 
 FID date revised to Q1 2026 to allow time post JVEP work for a financing package with strategic partners and debt 

providers to be put in place. 

Physical Parameters 
 Current JORC Mineral Resource Estimate (MRE) of 138.2Mt @ 0.87% Ni for 1.2 million tonnes of contained nickel. 
 Updated JORC Proved and Probable open pit Ore Reserve estimate of 52.0Mt @ 0.78% Ni for 406,100t of contained 

nickel. 
 First production targeted for H2 2028 with LOM recovered nickel of 284,000 tonnes from the open pit reserve.  
 Ideally positioned to meet forecast growth in demand for Class-1 nickel from the EV battery market.  

Operating Costs & Capital Costs (on a contained nickel basis) 
 First Quartile LOM C1 cash costs of operations of US$2.67/lb (US$3.34/lb on payable basis). 
 First Quartile LOM AISC of US$3.55/lb (US$4.43/lb on payable basis), see chart below. 

 
 Revised Pre-production Capex (including growth & contingency) of US$380 million. 
 Pre-production Capex includes US$44 million for mine pre-strip with pre-production waste material being used in 

the construction of the Integrated Waste Landform (IWL). 
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Other Key Financial Metrics 
 Revenue (net of payabilities, including by-product revenue) totalling US$4.55 billion (A$7.11 billion). 
 EBITDA totalling US$2.45 billion (A$3.82 billion). 
 Solid economics at the current spot nickel price (~US$15.5k/t) and USD/BRL exchange rate (5.70), delivering Post 

Tax NPV8 of US$361 million (A$564 million), IRR of 24% pa and LOM EBITDA US$1.57 billion (average annual EBITDA 
US$103 million).  

 
Key Approvals in Place 
 All key environmental approvals required to build the Project are now in place with the Pará State Environmental 

Agency, SEMAS, granting the Preliminary Licence (LP) in January 2024 and the Installation Licence (LI) in March 2025.  
 Technical approval of the Mining Lease Application previously received from the ANM (Brazilian National Mining 

Agency), with formal issue of the Mining Lease due in the next couple of months now that LI has been issued. 
 LP/LI granted by SEMAS for the powerline route from the existing 230kV grid to the Project. 
 Mining Easement for Project, powerline route and road corridors granted in December 2024. 

ESG and Carbon Footprint 
 Power for the Project to be delivered from 100% renewable sources via the 230kV Brazilian national grid.  
 Updated estimated E1 (Scope 1 + Scope 2 + freight + downstream) Green House Gas (GHG) emissions for Jaguar are 

forecast to be low at 6.54 tonnes of CO2/tonne of nickel equivalent for the proposed production and external 
downstream processing of a nickel concentrate product with this life-of-mine CO2 footprint assessed to be 10% 
lower than the previous assessment and lower than 90% of global nickel production, once in production1. 

 Jaguar on-site Scope 1 & 2 emissions assessed at 1.62t CO2/tonne of nickel equivalent1. 
 Significantly lower carbon footprint from processing of sulphide ore compared to laterites. The Jaguar GHG E1 

emission levels are 85% lower than the nickel industry average of 46.6 tonnes of CO2/tonne of nickel equivalent1.  
 Strong social programs implemented within the local municipalities where the Company operates, currently focused 

on health, waste recycling and management and workforce training for construction employment opportunities. 
 Three land possession agreements executed to significantly de-risk future project development activities. 

Funding & Next Steps 
 Engagement with potential strategic partners is ongoing and discussions to date have confirmed the significant 

strategic interest in the Project from a range of parties including EV battery supply chain participants seeking to 
diversify their supply base and limit reliance on nickel supply from Indonesia, and in the context of limited supply of 
unencumbered nickel sulphide concentrates. 

 With the completion of the JVEP, the Company will step up its strategic partnering process in conjunction with the 
Company’s financial adviser, Standard Chartered Bank, with finalisation of this process to support FID.  

 The Company will consider a range of potential transaction structures with a preference for minority equity 
investment at the Project level, in order to minimize dilution and maximise value for Centaurus shareholders. 

 Project financing and other debt funding discussions are continuing in parallel to the partnering discussions, 
supported by the Company’s debt adviser, Orimco.  

  

 
1 Refer ASX Announcement dated 8 May 2025 which outlines the work undertaken in conjunction with Skarn Associates to assess carbon footprint of Jaguar 
Concentrate Project. 
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Underground Upside Potential   
 Conceptual underground mining study for the Jaguar and Onça Preta Deposits underway. 
 A Mineral Resource of 21.5Mt at 1.46% Ni for 313kt of contained nickel metal, considering a 1.0% Ni cut-off grade, 

sits below the JVEP final pit designs. 
 15.5Mt at 1.50% Ni for 233kt of contained nickel metal of this Resource is in the Measured and Indicated categories 

and this will underpin the conceptual underground mining study work which is planned to be completed over the 
next 6 weeks. 

 The Jaguar and Onça mineralisation geometry and competent host rocks lends itself to conventional long-hole 
stoping with paste fill mining methods to be accessed by two separate declines, allowing underground mining to 
occur contemporaneously with open pit mining. 

 Underground mining below the JVEP pit limits has the potential to increase the project life and introduce higher-
grade mill feed to the plant. 

SUMMARY OF JAGUAR PROJECT JVEP RESULTS 

The results of the Jaguar Value Engineering Process work have confirmed the strong economics of the Project with partnering 
discussions to secure the required funding package for the Project being the key work to be undertaken before the Board 
makes a Final Investment Decision (FID).   

The key assumptions underpinning the economics of the Jaguar Nickel Sulphide Project (Table 1) and the key financial results 
following the completion of the value engineering work (Table 2) are summarised below: 

Table 1 – Base Case Financial Model Assumptions 

Assumptions Units JVEP FS 

Average LOM Exchange Rate USD/BRL 5.30 5.30 

Nickel Price (2024 real terms) US$/tonne 19,800 19,800 

Nickel Price (2024 real terms) US$/lb 8.98 8.98 

Nickel payability at Nickel Price % 80 76 

Corporate tax rate (under SUDAM Program) % 15.25 15.25 

Discount Rate (real terms) % 8 8 

Physicals 

Ore Reserves  
52.0Mt @ 0.78% 
Ni for 406,100t 
Contained Ni 

63.0Mt @ 0.73% 
Ni for 459,200t 
Contained Ni 

Life of Mine Recovered Nickel  t 284,000 335,300 

Average Life-of-mine Recovery to Concentrate % 70 73 

Concentrate Ni Grade % 30.1 12.3 
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Table 2 – Key Project Results Including Capital and Operating Cost Assumptions 

Key Cost Information Units JVEP FS 

Capital Costs  

Pre-Production Development Capital US$M 380 371 

Sustaining and Deferred Capital US$M 182 237 

Operating Costs (contained nickel basis)  

C1 Cash Costs US$/lb 2.67 2.30 

   Product Logistics US$/lb 0.26 0.59 

   Royalties US$/lb 0.41 0.36 

   Sustaining and Deferred Capital US$/lb 0.29 0.32 

   By-Product Credits US$/lb (0.08) Nil 

All-in Sustaining Costs (AISC) US$/lb 3.55 3.57 

 

Key Project Financial Metrics 

Key Financial Results  Units JVEP FS 

Total Revenue (Net of Payabilities) US$M 4,551 5,046 

EBITDA US$M 2,448 2,631 

Tax Paid US$M 262 282 

Project Cashflow  

   Pre-Tax US$M 1,882 2,020 

   Post Tax US$M 1,620 1,738 

   Post Tax A$M 2,531 2,614 

Net Present Value (NPV8)  

   Pre-Tax US$M 874 795 

   Post Tax US$M 735 663 

   Post Tax A$M 1,148 997 

Internal Rate of Return (IRR)  

   Pre-Tax % pa 38 34 

   Post Tax % pa 34 31 

Capital Payback Period  

   Pre-Tax Years 1.7 2.5 

   Post Tax Years  1.8 2.7 

The Company is pleased to present the Executive Summary of the JVEP Report which forms part of this release and is set 
out from Page 27. The JVEP Report should be read in conjunction with the Executive Summary of the Jaguar Feasibility Study, 
which was released to the market on 2 July 2024. 

A summary of the Jaguar JORC Mineral Resources and Ore Reserves are set out in Table 3 and Table 4 below. 
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Table 3 – Jaguar Nickel Project Mineral Resource Estimate – August 20242 

Classification* 
Grade Contained Metal (Tonnes) 

Mt Ni % Cu % Co ppm Ni Cu Co 

Measured 14.8 1.06 0.07 388 156,100 10,200 5,900 
Indicated 97.8 0.84 0.06 246 822,800 61,100 24,000 

Measured & Indicated 112.6 0.87 0.06 266 978,900 71,300 29,900 
Inferred 25.7 0.88 0.09 257 225,500 22,900 6,700 

Total 138.2 0.87 0.07 262 1,204,400 94,200 36,600 
* Within pit limits cut-off grade 0.3% Ni; below pit limits cut-off grade 0.7% Ni; Totals are rounded to reflect acceptable precision, 
subtotals may not reflect global totals. All oxide material is considered as waste and therefore not reported as Resources. 

Table 4 – Jaguar Nickel Project Ore Reserve Estimate – May 2025 

Deposit Classification 
Ore 

Tonnes Ore Grades Contained Metal 

Mt Ni % Cu % Co ppm Ni (t) Cu (t) Co (t) 

Jaguar 
Deposits 

Proved 6.9 0.86 0.05 252 59,500 3,700 1,700 
Probable 42.1 0.75 0.06 207 313,600 24,800 8,700 

Total 49.0 0.76 0.06 214 373,100 28,600 10,500 

Onca Preta 
Proved 2.9 1.10 0.09 623 32,000 2,500 1,800 

Probable 0.1 0.82 0.08 367 1,000 100 0 
Total 3.0 1.09 0.08 612 33,000 2,600 1,900 

Jaguar Nickel 
Project 

Proved 9.8 0.93 0.06 362 91,500 6,200 3,600 
Probable 42.2 0.75 0.06 208 314,600 24,900 8,800 

Total 52.0 0.78 0.06 237 406,100 31,200 12,300 
The rounding in the above tables is an attempt to represent levels of precision implied in the estimation process and apparent errors in summation may 
result from the rounding. Ore Reserve has been reported at a 0.4% nickel cut-off grade  

  

 

2 Refer ASX announcement dated 5 August 2024 
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Introduction 

Centaurus Metals Limited (ASX: CTM) (Centaurus or the Company) is pleased to present the outcomes of the Jaguar Value 
Engineering Process (JVEP) completed on its 100%-owned Jaguar Nickel Project, located in the world-class Carajás Mineral 
Province in Brazil.   

In July 2024, the Company announced the positive results of the Jaguar Nickel Project Feasibility Study (FS) and a Maiden Ore 
Reserve for the Project based on open pit development of the Jaguar and Onça Preta orebodies delivering ore to a flotation 
concentrator to produce a nickel sulphide concentrate for sale into international markets. 

In conjunction with the completion of the FS, the Company recognised that opportunities existed to improve the overall 
development plan for the Project by removing some constraints that existed as a result of the original Project design being 
to produce a nickel sulphate product in a downstream refinery. This included a mine plan constrained by maximum 
concentrate feed levels to the downstream refinery, hence, capping nickel metal output and a concentrator processing route 
designed to maximise recovery to a bulk sulphide concentrate for the downstream refinery feed rather than balancing 
recovery with concentrate quality to increase payability and reduce product logistics.  

The Company identified a number of opportunities to add technical and commercial value to the Project with the key 
opportunities being: 

• A review of the site layout and earthworks design to reduce the process plant footprint and reduce earthworks 
volumes. 

• A re-design of the open pit mining operations including a new mining schedule to: 
o Remove the constraints included in the FS for the earlier nickel sulphate refinery mine plan and to align the 

mine plan to the constraints imposed by a flotation concentrator process route; 
o Reduce up-front stripping costs for the Integrated Waste Landform (IWL) tailings storage facilities construction; 

and 
o target early-stage value creation by taking advantage of the geometallurgical and spatial variability of the 

mineralisation to target areas of the pits that maximise grade, recovery and throughput rates whilst minimising 
waste stripping requirements. 

• Modification of the process flow sheet for the flotation circuit to increase the quality of the nickel concentrate 
through: 
o Increasing the nickel grade in the concentrate; 
o Reducing the non-sulphide gangue entrainment in the concentrate;  
o Suppression of the sphalerite and pyrite to minimise impurities in the concentrate and maximise nickel grade, 

and 
o Reducing the volume of concentrate produced to significantly lower mine to market logistic costs whilst 

minimising nickel losses. 

This JVEP Report presents the outcome of the assessment of those opportunities. 

Following the release of the FS, an updated Mineral Resource Estimate (MRE) was announced on 5 August 2024 which 
increased the Global MRE available to 138.2Mt @ 0.87% nickel for 1.20Mt of contained nickel representing an increase of 
27% since the November 2022 MRE. The Measured and Indicated component of the updated MRE includes 112.6Mt @ 0.87% 
nickel for 978.9kt of contained nickel representing a 30% increase in contained metal since the November 2022 MRE.  

The JVEP includes the new MRE in all mine planning and this underpins the new Ore Reserve discussed in section 1.7 of the 
JVEP Executive Summary. 

The JVEP considers open pit mining operations from the Jaguar and Onça Preta deposits only. Whilst the Company considers 
the potential for underground production to add value to the Project is high, the work to date is not at a level of technical 
quality to meet the requirements to declare an ore reserve and so no value from potential underground is included in the 
project cash flows.  

Mine operations are focussed on the same Jaguar and Onça deposits as the FS including: 

• Jaguar South  
• Jaguar North-East 
• Jaguar Central 
• Jaguar Central North 

• Jaguar North 
• Jaguar West 
• Onça Preta

The open pit optimisations and economics were re-assessed as part of the JVEP opportunities leading to an 87Mt reduction 
in total material movement compared to the FS. 
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Metallurgical testwork was undertaken on diamond core shipped to Perth, Western Australia to develop a process flow sheet 
to improve the grade and quality of concentrate whilst limiting nickel losses, recognising that a significantly higher-grade 
concentrate is able to deliver a higher nickel payability and significantly reduces mine to market logistics costs to international 
customers. 

Bench scale testwork developed the concept for process flow sheet changes which were tested at scale in a pilot program at 
Australian Laboratory Services (ALS) Perth facilities. This testwork successfully demonstrated that nickel recoveries could be 
maintained whilst iron and zinc sulphide minerals and non-sulphide gangue minerals were extensively removed from the 
final concentrate product. The initial results of this work were announced on 24 January 2025 and are discussed in section 
1.8 of the JVEP Executive Summary. 

As a result of the metallurgical work, changes were made to the process flow sheet to: 

• Suppress zinc and iron sulphides from floating via the addition of new reagents ahead of the first flotation stage; 
• Introducing a column flotation cell as the first flotation stage to increase the removal of non-sulphide gangue, in 

particular fluorine and silicates; 
• Introduce additional flotation stages to increase nickel recovery in the more selective flotation flow sheet; 
• Add a cyanide detoxification stage, and 

• Add sulphide waste concentrate flotation, thickening and filtration to clean the tailings stream and allow it to meet 
a higher effluent standard.  

The JVEP considers open pittable mineralisation only. The opportunity exists to extend mining underground but the 
underground does not presently form part of the JVEP economics. 

The May 2025 JORC Ore Reserve, delivered in conjunction with this JVEP, has been estimated at 52.0Mt @ 0.78% Ni for 
406,100 tonnes of contained nickel.  

Project Location 

The Jaguar Project is located approximately 250km from the regional city of Parauapebas (population ~267,000) in the 
northern Brazilian State of Pará and sits within a 30km2 tenement package in the São Félix do Xingu municipality in the 
western portion of the world-class Carajás Mineral Province. The Carajás Mineral Province is Brazil’s premier mining hub, 
containing one of the world’s largest known concentrations of bulk tonnage Iron Oxide Copper Gold (IOCG) and iron ore 
deposits.  

The site is accessible by the sealed PA279 state highway to Tucumã, with the final 40km from Tucumã on all-weather gravel 
roads. Power for the Project will come from a dedicated 38km transmission line connected to the 230kV national high voltage 
grid at a location between Ourilândia do Norte and the substation located near Vale’s Onça Puma nickel laterite mine. 

Figure 1 shows the location of the Project, which can be accessed by roads from the towns of Tucumã or Ourilândia do Norte.   

Figure 1 – Jaguar Project Location Map 

 
  



AUSTRALIAN SECURITIES EXCHANGE ANNOUNCEMENT 
& MEDIA RELEASE 

 

Pa
ge

 1
0 

Study Contributors 

Centaurus personnel and external consultants contributed to a combination of reports, assessments, field studies and 
surveys, test-work programs and subsequent analysis to complete the various components of this JVEP.  The JVEP has been 
prepared in conjunction with the following specialist Australian and Brazilian minerals industry service providers as set out 
in Table 5 and builds upon the work completed by various internal and external FS contributors. 

Table 5– Study Contributors 

 Activity Consultant 

Lead Consultant 

Engineering, process plant and associated 
infrastructure, equipment selection, 
conceptual plant design and general 
arrangement drawings 

CPC Engineering Pty Ltd 

Cost estimating quantities and consumptions 
for capital cost estimates 

CPC Engineering  Pty Ltd 
Extima Projects Valorizando Projetos E Vidas 

Geology 

Geology report Geosborne Pty Ltd  

Mineral Resource Estimate  Trepanier Pty Ltd 

Review of Mineral Resource Estimate Cube Consulting Pty Ltd 

Mining 

Mining planning, design and costs, waste 
management and mining report Mining Plus Pty Ltd  

Mine capital and operating cost estimate Mining Plus Pty Ltd 

Mine Production Schedule Mining Plus Pty Ltd 
Ore Reserve Competent Person / Statement of 
Ore Reserves Mining Plus Pty Ltd 

Process 

XRD McKnight Mineralogy 

Metallurgy Test work program ALS Metallurgy 

Laser Ablation/SEM University of Tasmania 

Optical mineralogy McArthur Ore Deposit Assessment 

Column cell flotation test work Eriez Magnetics 

Thickening and Filtration test work Metso 

Flotation flow sheet development Strategic Metallurgy 

NPI 

Sulphide Residue Ponds TEC 3 Geotecnica e Recursos Hídricos Ltda 

Integrated Waste Landform  TEC 3 Geotecnica e Recursos Hídricos Ltda 

Power supply SM&A (Sistemas Elétricos e Automação Ltda) 

Logistics and Transport costs  Centaurus Brazil 

Production 

The Jaguar and Onça deposits will be mined by open pit methods utilising small, civil style fleet that are commonly used in 
Brazil.  Production rates of up to 26.5Mtpa of total material movement will produce an average of 3.5Mtpa of feed to the 
processing plant with up to 4.0Mtpa being processed in early years on softer ore feed. 

The mining operation will commence at a low mining rate during the construction period to supply construction waste for 
the IWL and road infrastructure and extend over almost 17 years producing 52Mt of ore and 255Mt of waste at a strip ratio 
of 4.9. 

The key drivers for the mine scheduling exercise were to: 

• Minimise mining expenditure during the construction period whilst preparing the mine to reliably deliver ore to the 
process plant from commissioning 

• Develop the open pits in a series of stages that maximised value through targeting areas that achieved the highest 
recovered metal per month (revenue driver) and minimised mining strip ratio (major cost driver) and in doing so 
maximise early-stage free cash flow for debt servicing. 

The resultant production plan skews annual nickel production to maximise it in early years with a progressive reduction over 
the Project life as can be seen in Figure 2.  
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Figure 2 – Jaguar Annual Process Tonnes and Nickel-in-Concentrate Production 

 
The JVEP financial outcomes have been modelled only on open pit production from the Ore Reserves in the Jaguar and Onça 
Preta pits (Figure 3). 

There is strong potential to enhance ore production at the Project in the second half of the mine life through the introduction 
of underground ore sources, grade enhancement with ore sorting and through potential nearby, near surface open pit 
sources.  

Figure 3 – Jaguar Pit Shell Outlines  
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Process Configuration 

Through the FS it was identified that further process flow sheet development may enhance project value if a higher-grade 
concentrate could be produced. The JVEP sought to do this by: 

• Assessing if low value sulphides could be suppressed in the flotation circuit with minimal nickel losses and in doing 
so remove sphalerite (zinc sulphide) and pyrite (iron pyrite) from the concentrate; 

• Assessing if non-sulphide gangue could be removed and in doing so remove silicates and lower fluorine levels in the 
concentrate; 

• Testing if the low value sulphides could be recovered to a waste concentrate to maintain the environmental quality 
of tailings deposited in the IWL, and 

• Reducing concentrate volume to reduce mine to market logistics, handling and shipping costs for international 
customers. 

The FS had defined a simple rougher flotation circuit to maximise recovery of sulphides to concentrate and, therefore, 
recovery of nickel to concentrate. The process flow sheet, shown in Figure 4, included a single stage crush, grinding with SAG 
and Ball mills followed by rougher flotation to recover 73% of the nickel in feed to produce a 12% nickel concentrate. 

Figure 4 – Feasibility Study Process Block Flow Diagram 

 
Following the FS, a program of bench scale metallurgical testwork was initiated to improve the grade of the concentrate 
culminating in pilot scale testing of the revised process flow sheet in November 2024. As part of the pilot program, 
approximately 30kg of high-grade concentrate was produced and is available for offtake and strategic partnering discussions. 

The revisions to the process flow sheet, reflected in Figure 5, improved final concentrate grade to +30% nickel and maintained 
recoveries around 70%. The key enhancements to achieve this improved result included: 

• Introduction of cyanide and zinc sulphate to suppress the sphalerite and pyrite so they did not float with the nickel 
sulphide species 

• Introduction of a column rougher cell with froth washing to remove non-sulphide gangue material 
• Added a regrind circuit and additional flotation stages to recover nickel not recovered in the previous stages 
• Introduced cyanide detoxification followed by reactivation and flotation of the low value sulphides to a waste 

concentrate for storage in a separate, lined tailings facility 

The process plant layout has also been modified to reduce earthworks costs and to accommodate the additional flotation 
stages and cyanide detoxification. The Process Plant layout was designed to provide a single line, high availability plant with 
incorporation of good operational and maintenance features.  Figure 6 shows the new project layout as viewed from the 
north looking southwest toward the site access road. 
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Figure 5 – JVEP Process Flow Block Flow Diagram 

 
Table 6 shows the improvement in concentrate quality from the FS to the JVEP process flow sheet 

Table 6 – JVEP vs Feasibility Concentrate Quality 

Process Parameter Feasibility Study JVEP 

Nickel Recovery to concentrate (%) 73 70 

Mass recovery to concentrate (%) 4.5 1.8 

Nickel grade of concentrate (%) 12.3 30.1 

Copper grade of concentrate (%) 0.9 1.4 

Cobalt grade of concentrate (%) 0.24 0.19 

Zinc grade of concentrate (%) 2.6 1.4 

The revised process flow sheet has successfully achieved the targeted improvements in concentrate quality and reduction 
in volume which significantly reduces the mine to market logistics, shipping costs and improves product payability. 

Figure 6 – Process Plant Layout 
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Operating Cost Estimate 

The methodology for building the Project operating costs has remained consistent with the FS, however, major cost items 
have been updated as a result of engineering, processing changes, production schedule and cost pricing updates. As a result, 
many of the benefits that exist from working in a low-cost environment, such as low power costs, remain unchanged.  

The JVEP operating costs have been updated to reflect the revised mine plan and process flow sheet changes incorporated 
into the JVEP production plan, including:  

• Metallurgical testwork results have updated reagent and wear materials consumption rates; 
• Costs with physical drivers such as mining volumes, processing tonnes, equipment numbers and operating hours 

have been estimated from mine and process schedules and productivity factors; 
• Process reagents, diesel and power costs have been adjusted based on updated pricing from vendors; 
• Where updated contractor or vendor pricing has not been received pricing has been escalated from Q3 2023 to Q3 

2024 using Brazilian National Construction Cost Index;  
• Mining, grade control and explosives contractor rates have been escalated in line with Brazilian National Cost Index; 
• Labour requirements have been based on organisation structures developed by Centaurus and contractors to 

estimate personnel numbers, salaries and on costs including meals and transport requirements; and 
• General and Administration costs have been developed by Centaurus. 

C1 cash costs comprise all on-site costs directly associated with mining, processing and general administration (G&A).  

Table 7 – Jaguar C1 Cash Cost Estimate 

Cost Area 

 C1 Cash Cost Estimate 

US$/t mined (Ore 
+ Waste) 

US$/t of ore milled US$/lb of Nickel in 
Concentrate Produced 

Mining $3.07 $18.17  $1.51 

Processing  $11.96  $1.00  

General & Administration (G&A)  $1.98  $0.16  

TOTAL C1 CASH COST  $32.11  $2.67  

The first quartile operating cost environment for the production of nickel at Jaguar is principally a result of the low processing 
cost environment, which in turn is derived from the very low power costs available to the Project. Whilst processing costs 
have increased from the FS from US$6.90/tonne of ore milled to US$11.96/tonne of ore milled, predominantly due to the 
reagents for additional flotation stages, cyanide detoxification and sulphide waste recovery to a separate tailings stream, the 
processing costs are still very low by global standards. These higher processing costs are more than offset by a larger decrease 
in logistics costs for delivering concentrate to market, resulting from the significant reduction in concentrate volume from 
producing a +30% nickel concentrate.  

One of the major cost benefits from operating in Brazil is the very low cost of power from the national grid. The Project will 
connect to the grid via a 38km spur line from the 230kV powerline that presently feeds Vale’s Onça Puma operations.  The 
cost of this line to the Jaguar site is included as part of the Project capital cost. The benefit of incurring this upfront capital 
cost is that the Project will be able to source from the market power at a very low unit rate of approximately US$0.04/kWh 
delivered to site. 

Centaurus plans to employ approximately 482 people on the Project with a peak mining contractor workforce of 630 
personnel.   

G&A includes costs associated with site administration, supply and logistics, communications, occupational health and 
medical care, site security, community, insurance and environmental monitoring and protection initiatives.  
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Table 8 – Jaguar All-in Sustaining Costs (AISC) 

Cost Area 

LOM AISC Estimate 

US$/t of ore milled US$/lb of nickel in concentrate 
produced 

C1 Cash Costs  $32.11 $2.67 

   Product Logistics $3.15 $0.26 

   Royalties $4.89 $0.41 

   By-Product Credits ($1.01) ($0.08) 

   Sustaining Capital $3.50 $0.29 

TOTAL AISC $42.65 $3.55 

AISC reported includes all mine gate costs associated with mining, processing and administration (C1 Cash Cost) as well as 
product logistics, royalties, any by-product credits and sustaining and deferred capital. Closure costs are not included in the 
AISC but have also been included as a cost to determine the overall Project economics. 

The Project will export concentrate through the port of Vila do Conde, close to the Pará state capital Belém. Concentrate will 
be trucked to a holding yard prior to being loaded to lined containers for export.  Trucking has been costed at US$36/wmt of 
concentrate while sea freight has been costed at US$53/wmt of concentrate.   

The product logistics costs also include all the costs of storage, handling and loading at the port. Overall product logistics 
costs are estimated at US$138/wmt concentrate. 

Project royalties remain unchanged and are set out in Section 1.18 of the Executive Summary and include a Government 
Royalty (CFEM) of 2% and a Royalty to Vale and the Brazilian National Development Bank (BNDES) related to the acquisition 
by Centaurus of the Project in 2019 of 2% and 1.8%, respectively. 

Sustaining capital mainly relates to the mining cost of waste material for IWL lifts as well as the cost of constructing the IWL 
lifts during the life of the Project. It also includes sustaining costs for the process plant and infrastructure and the replacement 
of light vehicles and mobile equipment. 

Capital Cost Estimate 

Capital costs have been re-estimated to reflect changes in process plant equipment, project layout, redesign of non-process 
infrastructure and re-scheduling of construction and mining activities. Key equipment and construction contracts have been 
re-priced, where necessary, for these changes and to update pricing to a Q3 2024 cost base. 

CPC Engineering completed process engineering, material take off estimates and updated vendor and contractor pricing to 
deliver an AACE Class 3 feasibility study estimate with a price base of Q3 2024.  

The estimate is based on an EPCM (Engineering, Procurement, Construction and Management) execution model with the 
EPCM engineer responsible for all on site process and non-process infrastructure. Centaurus will manage off-site activities 
including power and road infrastructure through separate contracts with specialist engineering and contracting groups. 

The estimate includes all costs associated with engineering, drafting, procurement, construction, construction management, 
freight, commissioning, first fills of plant reagents, consumables and spares, owner’s costs (project build and operational 
readiness) and project management, design growth allowance and a risk weighted contingency. 
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Table 9 – Jaguar Project Pre-Production Capital Cost Estimate 

Capital Cost Category 
Pre-Production 
Capital Cost  

US$M 

Pre-Strip Mining (incl waste for IWL Construction) 44.5 

Process Plant 127.3 

Tailings and Water Management 24.1 

Non-Process Infrastructure 84.8 

Total Direct Pre-Production Capital Costs 280.7 

Indirect Construction Costs 7.9 

Engineering (EPCM/Spares/First Fills) 31.4 

Owner's Costs 30.0 

Total Direct & Indirect Pre-Production Capital Costs 350.0 

Contingency (incl growth) 29.6 

TOTAL PRE-PRODUCTION CAPITAL COST 379.6 

Economic Assumptions and Sensitivity Analysis 

Key economic and financial model assumptions remain unchanged from the FS with the exception of nickel payability which 
has risen to reflect the superior quality of the concentrate produced. The assumptions used in the JVEP are in Table 10. 

Table 10 – Key JVEP Financial Assumptions 

Metric Assumption 

Nickel Price (2024 real terms) US$19,800/tonne (US$8.98/lb) 

Nickel Payability at Nickel Price 80% 

Discount Rate (real terms) 8% 

USD:BRL Exchange Rate 5.30 

Sensitivity analysis (Figure 7) shows the Project sensitivities are consistent with the FS with it being least sensitive to changes 
in capital and operating costs.  This is due to the relatively high annual nickel production rate over the evaluation period and 
the low operating costs, principally a result of the low power costs available from renewably sourced power over the 230kV 
national grid. The analysis demonstrates significant leverage to improved nickel price, nickel recovery and the USD/BRL 
exchange rate. 

For example, a 10% increase in the JVEP assumed nickel price of $19,800/tonne would increase post-tax NPV8 by ~US$216M, 
whereas a 10% increase in the estimated capital cost would only reduce post-tax NPV8 by ~$33M. 

Importantly, the project retains robust economics even in the current lower nickel price environment – an environment 
that the Company does not believe is sustainable in the longer term based on the estimated change from surplus supply to 
supply deficit that is forecast to occur from 2028. At current spot market conditions (US$15,500/tonne nickel price and 
USD:BRL FX of 5.70), and holding all other key cost inputs the same, the Project would still generate LOM EBITDA of US$1.57 
billion (avg annual EBITDA US$103 million) and have a post-tax NPV of US$361M (A$564M) and a post-tax IRR of 24% pa.    

Figure 7 – Project NPV8 Sensitivity Analysis (US$M) – Post-tax
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With the Jaguar Project’s very favourable first quartile operating cost structure, Centaurus believes the Project will be able 
to operate profitably through all market conditions once in production. This is a key consideration for all potential strategic 
partners, particularly from EV supply chain participants who require long term, stable nickel supply to support significant 
investments in battery production capacity.  

Project Positioning 

The JVEP continues to demonstrate that Jaguar is a globally unique nickel development opportunity, highlighted by: 

I. First quartile AISC for global nickel projects and which is cost competitive against Indonesian nickel 
producers. 

II. Ranks in the first quartile for capital intensity of any large scale undeveloped global nickel project. 
III. One of the largest nickel sulphide resources globally with unencumbered off-take rights. 
IV. Life-of-mine CO2 footprint forecast to be lower than 90% of global nickel production. 

A comparison of the Project’s JVEP metrics based on these four categories is provided in Figure 8 to Figure 11. 

Figure 8– 2024 All-in-Sustaining Cost Curve (US$/lb payable Ni net of by-product credits, 2024 real) – source: Wood Mackenzie 

 

Figure 9 – Nickel Capital Intensity Curve (US$ Initial Pre - Production Capital/tpa Ni payable, 2024 real), dataset only includes non-
producing projects – source: Wood Mackenzie 

 

The above Capital Intensity Chart in  Figure 9 above compares the Jaguar JVEP estimates and current major non-producing nickel 
development assets globally as assessed by Wood Mackenzie. 
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Figure 10 – Global Nickel Sulphide Camps and Deposit – Pre-mined resources based on contained nickel only, excludes nickel laterite 
deposits; Source MineEX Consultants - August 2024 

  

With an MRE of 138.2Mt @ 0.87% Ni for 1.20 million tonnes of contained nickel, Jaguar is one of the largest undeveloped 
nickel sulphide resources globally (Figure 10) - refer to APPENDIX B for underlying data references. Importantly with a 
resource grade of 0.87% Ni, Jaguar is the highest-grade undeveloped nickel sulphide deposit globally with more than 1Mt of 
contained nickel metal and completely unencumbered off-take rights.     

Figure 11 – Skarn Associates GHG Intensity Curve – Nickel (E1 GHG Emission Metrics®) for Global Nickel Projects (CO2/tonne) 

  



AUSTRALIAN SECURITIES EXCHANGE ANNOUNCEMENT 
& MEDIA RELEASE 

 

Pa
ge

 1
9 

Nickel Market Outlook & Nickel Pricing 

Market Outlook 

2024 nickel consumption exceeded 3.4Mt and demand growth is expected to remain robust at 7% resulting in a market of 
4.2Mt by 2027.  Consumption is still dominated by the stainless-steel sector, which in 2025 is anticipated to account for 64% 
of total demand followed, a distant second, by Battery Precursors responsible for 15%.  Whilst electric vehicle markets have 
been weaker than expected, growth continues with battery materials demand increasing to 19% of total consumption by 
2027 and 30% of consumption by the early 2030s.   

Long Term Nickel Price Assessment 

For the purpose of the FS, the Company adopted a long-term nickel price of US$19,800/tonne with the pricing assumption 
supported by a detailed market summary prepared by AME Mineral Economics Pty Ltd (AME), consensus price forecasts by 
global investment banks and the Company’s assessment of the nickel supply/demand balance and cost curve from the time 
of planned operations from Jaguar. The long-term nickel price used in the JVEP has been maintained on the basis that long 
term supply/demand fundamentals have not changed for the nickel market over the last 9 months and long-term consensus 
pricing has not changed materially from the when the FS was delivered.   

Jaguar Nickel Concentrate 

The Jaguar Nickel Concentrate specification has changed as the project evolved from an integrated operation producing 
nickel sulphate to a simpler project that will initially produce a very high-grade nickel sulphide concentrate. 

The Jaguar Nickel Concentrate average life-of-mine specification is set out in Table 11 with month-to-month production 
varying depending on the location of where the ore is sourced: 

Table 11– Average LOM Jaguar Nickel Concentrate Specification for Study 

Ni (%) S (%) Cu (%) Co (%) Zn (%) Fe (%) MgO (%) Fe/MgO F (ppm) 

30.1 36.6 1.4 0.2 1.4 12.7 1.2 10.4 700 

By producing this very high-grade concentrate, the amount of zinc and fluorine (the only impurities of note in the 
concentrate) have also been greatly reduced which improves the overall marketability of the Jaguar concentrate and enables 
the product to attract a higher payability in the market.  The volume of zinc and fluorine in the concentrate has been 
significantly reduced to about 25% of the FS levels. 

Copper grades in the concentrate will vary between 0.6% and 3.6%, averaging 1.4% over the life of the project. Based on 
discussions with offtake parties it is forecast that copper will contribute to revenue for approximately 70% of the operating 
periods. In the FS, copper levels in concentrate never exceeded payable levels. 

From discussions with a wide range of potential purchasers of concentrate, including traditional nickel smelters and new 
entrants associated with the EV supply chain, it is clear that there is a strong global market for a high-grade, low impurity, 
low carbon emission concentrate produced from the Jaguar Project.  The new Jaguar concentrate is expected to make a very 
good, high value, blending product for existing smelters and new entrants in the downstream market for nickel.  

Offtake terms 

At the long-term nickel price used for the study, the Company believes that a conservative estimate for nickel payability is 
80% for the new high-grade (+30% Ni) concentrate that the Jaguar process flow sheet is able to produce. Furthermore, the 
improved grade of copper in the concentrate (average 1.4% Cu) will result in payable copper, and occasionally cobalt, at 
varying stages of the Project life depending on the locations being mined at the time.  

As partnering & offtake discussions progress, the Company believes that the value in use and logistic costs benefits of the 
high-grade nickel concentrate along with the low carbon footprint nature of the Jaguar product will result in the final nickel 
payable agreed to be higher than this JVEP estimate.  

Whilst the Jaguar concentrate contains elevated levels of zinc compared to a traditional nickel concentrate, the Company 
expects that no penalty will be applicable to zinc based on recent and ongoing discussions with potential customers and 
strategic partners. The new high-grade concentrate to be produced for the Project will have significantly reduced volumes 
(~25% of FS volumes) of contained zinc.  

With the new high-grade nickel concentrate having significantly lowered impurity levels, the Company does not expect any 
penalties on its nickel concentrate product.  
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Community and Environment 

Community 

The Company enjoys strong relationships with the Communities surrounding the project and the various levels of state and 
municipal government with which we interact. 

Since acquiring the project from Vale in 2019, the Company has engaged in regular community information and consultation 
sessions concerning the development of the Project. 

Most recently the Company has commenced capacity building training with the community in preparation for the 
commencement of construction. To improve local employment opportunities and to augment the available skills base for 
construction and operational support roles, the Company partnered with SENAI, a government training institute, to 
commence accredited community training classes to enhance skills useful to the development and operation of the project.  

To date 929 people from the communities of Tucumã, Ourilândia do Norte and São Félix do Xingu have successfully 
completed either online or in-person training courses run by SENAI covering administration, civil works and electrical skills. 
Strong interest has also been received from local suppliers during two information sessions delivered to ensure local suppliers 
of goods and services understand the opportunities available with 63 businesses given completion certificates. 

Environment 

Since the FS results were announced in July 2024, two significant approvals have been received from the State Environmental 
Agency, SEMAS. 

On 5 February 2025 the Preliminary and Installation Licences (LP, LI) for the construction of the 230kV power line to site was 
received. The only permits now required to commence construction of the 230kV line and substation is the approval of 
designs by the national agencies ONS and ANEEL. The necessary engineering work has commenced and the first stage of the 
process was completed with the lodgement of basic engineering documentation on 30 April 2025. 

On 7 March 2025 the Installation Licence for the main Jaguar Project was received, which is the final environmental approval 
required to allow construction activities to commence on site. With this approval, the Company can commence on site 
activities including land clearing, drilling and sampling for geotechnical work, earthworks and construction of the plant. 

The Jaguar Project is one of the largest undeveloped nickel projects on a global basis and will have a low carbon footprint once in 
production. Skarn Associates have reviewed the carbon emission modelling for Jaguar based on the updated process flow 
sheet and revised operational plan, with a reduction in the CO2 per tonne of nickel produced being delivered.  

The Skarn E0 metric (being Scope 1 and 2 emissions at the Jaguar site) has remained relatively consistent at a very low 1.62t 
CO2/t NiEq whilst the Skarn E1 metric (Scope 1, 2, freight and downstream processing) has dropped from 7.27t to 6.54t CO2/t 
NiEq.  The reduction in the E1 metric is directly due to the increased grade of concentrate and, therefore, the reduction in 
volume of concentrate leading to lower emission associated transportation of the nickel concentrate product to market.  

The combination of access to renewable power sources in Brazil and the reduction in freight resulting from the increase in 
concentrate grade will position the Jaguar project in the lowest 90% of nickel producers once in production. 

Mining Lease Approval 

In January 2024, the Company received the technical approval of the Mining Lease Application (PAE) for Jaguar by the ANM 
and on 7 March 2025 the Installation Licence (LI) was received from environmental agency, SEMAS. With the receipt of the 
LI, all requirements have been fulfilled for the formal grant of the Mining Lease by the ANM and this is expected in Q2 2025.  

The Company can now commence on-site construction activities; however, mining of the pits can only occur with the formal 
issue of the Mining Lease. This is expected well before on site mining activities are planned. 

Funding 

The Company has developed a detailed funding plan, in conjunction with its advisers, to secure the development capital 
required to bring Jaguar into production with an aim to secure an appropriate funding solution on terms which maximises 
value and minimizes dilution for existing Centaurus shareholders. It is anticipated that the Project will be funded through a 
combination of equity at the project level and project debt, which may be supported by equity funding at the corporate level. 
The JVEP continues to demonstrate Jaguar’s long life production profile, cost competitiveness through the market cycle and 
attractive financial outcomes, providing a strong platform for Centaurus to secure funding on attractive terms. 

The Company has been engaged in ongoing partnering discussions in conjunction with its financial adviser, Standard 
Chartered Bank, over the past 18 months. Ongoing engagement has confirmed the strong strategic interest in the project 
from a range of potential partners, with the completion of this JVEP being required by a number of parties to facilitate the 
next phase of the strategic partnering process. Interested parties will soon be invited to provide formal investment proposals 
to fund the project. 
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The Company will consider a range of potential transaction structures, with a preference for minority equity investment at 
the project level with partner/s who can contribute funding, marketing and other technical support to maximize value for 
Centaurus shareholders. 

The debt funding process is being managed by the Company’s debt advisor, Orimco. Strong interest has been received from 
potential financiers including banks, credit funds and development finance institutions in supporting the funding of the 
project. With the JVEP now complete, the next phase of work with debt financiers can commence. Debt funding may also be 
sourced via the strategic partnering process, either directly from the parties who are active in the partnering process, or 
financiers who directly support the potential partners who are active in the partnering process.  

The Board considers that the robust project cash flows outlined in the Feasibility Study are supportive of debt funding of the 
Project on standard commercial terms.  

Equity funding at the corporate level may also be required and the Company expects that its highly supportive shareholder 
base would support ongoing project development given the Project’s compelling economics. Further, strong indications of 
equity support have been provided to the Company by stockbroking houses who have research coverage on the Company.  

Centaurus has formed the view that there is a reasonable basis to believe that requisite future funding for development of 
the Project will be available when required. The grounds on which this reasonable basis has been established includes: 

• The outstanding financial metrics of the JVEP including first quartile operating costs, significant free cash flow generation 
over an initial open pit mine life of 15 years and one of the lowest capital intensities of a nickel project of this scale on a 
global basis. 

• The Company’s strong track record in successfully raising equity funds as and when required to advance the exploration 
and development of the Project. 

• Centaurus has already received strong inbound interest from potential strategic partners who have demonstrated their 
desire to participate in the project and secure offtake from the Jaguar Nickel Project, particularly given its position as a 
highly strategic source of non-Indonesian nickel for the EV battery supply chain. Multiple interested parties have also 
provided indicative pricing terms for Jaguar’s nickel concentrate, confirming the marketability of the product. 

• The Company has an uncomplicated, clean corporate and capital structure with a current market capitalisation of 
approximately A$180 million and no debt. Centaurus owns 100% of the Jaguar Nickel Project, located in the Carajás 
Mineral Province of northern Brazil (one of the best mining provinces globally due to its extensive access to key 
infrastructure), which has a world-class Mineral Resource and Ore Reserve base with one of the lowest carbon emission 
footprints in the global nickel sector. These factors are all expected to be highly attractive to potential partners, debt 
financiers and equity investors. 

• Centaurus is being supported by its financial adviser, Standard Chartered Bank who will assist the Company to undertake 
a formal strategic partnering process to secure equity funding for the Project. 

• The Company is also being supported by its debt adviser, Orimco, in arranging debt funding for Project development. The 
Company has received strong interest from potential financiers including banks, credit funds and development finance 
institutions in providing debt funding for Project development. 

• The Centaurus Board and management team has extensive experience in mine development, financing and operations 
in the resources industry. 

It is anticipated that funding for project will be advanced significantly over the next six months, enabling the Centaurus Board 
to consider a Final Investment Decision (FID) leading to the start of construction in line with its new proposed development 
timeline of Q1 2026. 

Project Timeline 

With the issue of the Installation Licence on 7 March 2025, the Project has now received all key permits to commence 
construction activities at the site except for mining which requires Mining Lease approval. This approval is in the final stages 
of the regulatory process and is expected to be issued in Q2 2025. 

Engineering activities to support permitting, early works commencement, construction contract and equipment tendering 
will continue through the remainder of 2025. The key tasks will include: 

• Basic engineering to enable construction contract and long lead time equipment tendering 
• Basic and detailed engineering of the 230kV power line and substation to progress the approvals through 

government and to tender the construction of the infrastructure 
• Detailed engineering of the IWL and Sulphide Residue storage facilities 
• Detailed engineering and tendering of the site early works packages including water storage and site clearing 

In parallel with the permitting and engineering, funding discussions are continuing with our financial advisor, Standard 
Charter Bank and debt advisor, Orimco, with a FID decision now expected in Q1 2026. 
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Figure 12 - Indicative Project Timeline 

 

Project Delivery Capability 

The Company maintains its firm commitment to build its organisational capability to take the Project from the 
exploration/studies phase, through project construction, commissioning and into operations.   

Mr Wayne Foote was appointed General Manager of Operations in July 2021 and has played a central role in the completion 
and delivery of the FS and JVEP. Mr Foote is a highly experienced mining engineer with extensive operational experience. He 
has previously held a number of senior executive roles both in Australia and overseas, including more than two years living 
in Brazil, and brings a strong skill set in building and leading effective, disciplined teams.  

In Brazil, local activities are managed by Brazil Country Manager, Mr Bruno Scarpelli, who has been with the Company since 
2011 and has a deep understanding in the operating regime for mining projects in Brazil. Mr Scarpelli excels in the areas of 
stakeholder relations and regulatory approvals, particularly in the field of environmental matters, health and safety and 
human resources. Mr Scarpelli was the previously Environmental Coordinator of the S11D Iron Ore Project, part of the world- 
class Carajás Iron Ore Operations in the State of Para, Brazil.   

Senior appointments have been made in the Project team working under Mr Foote in roles across mining, metallurgy, 
engineering, procurement and contracts management and operational readiness. Ongoing recruitment is required and will 
be advanced concurrently with engineering and contract tendering work planned to be undertaken while the strategic 
partnering process is running its course over the next 6-9 months in advance of FID. The location of the Jaguar Project in the 
mining project and infrastructure-rich Carajás Mineral Province is expected to assist with accessing a skilled workforce 
compared to other more remote regions of Brazil. 

The team has been supported by experienced technical consultants who are leaders in their fields of geology, resource definition, 
hydrogeology, mine design, process design and tailings management. Most of these consultants will continue to support the 
Project going forward. 

The Project team is being supported more broadly by the development and implementation of governance and 
environmental management systems designed to ensure compliance with regulatory requirements and sustainability 
commitments. 
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Board Approval of Pathway to Production 

The Centaurus Board has endorsed the JVEP outcomes and approved the following next steps and Project implementation 
activities: 

• Commence Front End Engineering Design (FEED) activities to generate sufficient information for the tendering of key 
construction and equipment supply contracts to be ready for action once FID approval has been received. Undertake 
strategic pre-development Project activities to support FID in Q1 2026 particularly in the areas of 230kV power supply 
and IWL construction. 

• Continue the strategic partnering process in conjunction with its financial adviser, Standard Chartered Bank. 
• Advance debt funding discussions in parallel with the partnering discussions, supported by the Company’s debt advisor, 

Orimco.  
• Continue to refine the project implementation plan and contracting strategy. 
• Finalise remaining permitting activities (mainly the formal grant of the Mining Lease) in readiness to commence site 

activities 

These approvals will enable the Project to maintain its strong momentum and facilitate a pathway for first production from 
this world-class nickel project in the second half of 2028. 

The Board will be ready to consider a formal Final Investment Decision on the Project at the conclusion of the project 
financing and project approval processes, expected in Q1 2026. 

Project Opportunities 

Project Development 

Detailed implementation planning and early engagement with contractors and vendors are expected to lead to 
improvements in costs and de-risking of project delivery. 

Expansion of the Project Owner’s Team, particularly in Brazil, will be key to the smooth ramp up in activities and will enable 
better oversight and management of the Project. 

Operational Readiness 

The Company recognises that the successful transition of the Company to nickel concentrate producer will be greatly 
influenced by the level of preparation and development of the necessary business processes, systems and training of 
personnel that takes place and has, accordingly, planned for dedicated personnel and budgeted in the capital estimate to 
achieve this. The implementation of these plans is an opportunity to secure a smooth start up in operations and minimise 
cashflow risks on start-up. 

Open Pit Mining 

Improvements in open pit mine schedules provide the most immediate opportunity to reduce start up risk, pre-operations 
expenditure and to maximise Project value. This work will be undertaken by the mining team whilst preparing for mining 
contract tendering. 

Ore sorting and the inclusion and integration of underground operations at an appropriate time represent the key 
opportunities to add significant value to the Project and will be progressively investigated through the construction and early 
operational phases. Further planning work is required to assess and integrate these opportunities into the life of mine plan. 

Processing 

The Company believes that the considerable effort in geometallurgical assessment and testwork culminating in the JVEP 
provides an excellent basis for the design and operation of the processing plant. Opportunities will exist through plant design 
to ensure the plant is operable, maintainable and reliable which will directly affect our ability to maximise value from this 
asset. 

Future opportunities will exist to optimise the recovery of metals to concentrate and minimise operating costs and these will 
be tested through operations. 

Potential simplification of the process flow sheet, particularly around tailings disposal, may exist such as co-deposition of 
tailings into the IWL provided environmental risks can be managed. 

Underground Operations  

The Company has commissioned Mining Plus Pty Ltd to complete a conceptual underground mining study for the Jaguar 
Nickel Project. The study is being undertaken independently from the JVEP to evaluate the potential for underground mining 
below the JVEP pit limits and to investigate the possibility of increasing the project life and introducing higher-grade mill feed 
to the plant. 
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21.5Mt at 1.46% Ni for 313kt3 of contained nickel metal of Mineral Resources, considering a 1.0% Ni cut-off grade, sits below 
the FS final pit designs (Figure 13). Of these Mineral Resources 15.5Mt at 1.50% Ni for 233kt of contained nickel metal is in 
the Measured and Indicated categories that will underpin the conceptual underground study at the Jaguar and Onça Preta 
Deposits. 

Figure 13– Jaguar MRE Block Model Showing Blocks greater than 1.0% Ni 

 

The Jaguar and Onça mineralisation geometry and competent host rocks lends itself to conventional longhole stoping with 
paste fill mining methods. Access to the resources beneath the Jaguar and Onça open pit designs can be achieved with two 
separate declines, allowing underground mining to occur contemporaneously with open pit mining (Figure 14). 

Figure 14– Jaguar Underground Conceptual Designs - Stopes Coloured by Diluted Ni Grade 

 

 
3 Refer to ASX Announcement dated 5 August 2024. There is a low level of geological confidence associated with Inferred Mineral Resources and there is no 
certainty that further exploration work will result in the determination of Indicated Mineral Resources. 
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Key Risks 

The JVEP has considered technical and execution risk both in construction and operations and mitigated many of these 
through design and execution strategy. The risk strategy adopted has been to minimise, wherever possible, risks that have 
the potential to adversely impact the financial viability of the Project or the ability to obtain project financing. 

Since the basic Project structure has not changed since the FS the risks remain largely unchanged. 

It is recognised that there are uncertainties in implementing and operating any project, including a new nickel sulphide 
concentrate project in Brazil. There is a risk that forecasts will not be achieved in some areas and there are opportunities and 
avenues for improving the performance of the Project in others.  

A list of assessed key risks is provided below with details of these risks set out in the JVEP Executive Summary document that 
forms part of this ASX Release from Section 1.19. This should not be considered an exhaustive list, but the key risks include: 

• Technical Risks 
o Water Supply 
o Mining 
o Processing 
o Tailings Storage 
o People 
o Supply chain 

• Political/Country Risk 
• Environment and Approval Risk 

o Approvals and Land 
o Environment and Climate 

• Implementation Risk 
• Funding and Offtake Risk. 

 

-ENDS- 

Authorised for Release by the Centaurus Board 

For further enquiries please contact:  

Investors 
Brooke Edwards 
Centaurus Metals Limited 
T: +61 8 6424 8420 
E: brooke.edwards@centaurus.com.au 

Media 
Nicholas Read 
Read Corporate  
T: +61 8 9388 1474 
E: info@readcorporate.com.au 

 
DISCLAIMER - WOOD MACKENZIE 

The data and information provided by Wood Mackenzie should not be interpreted as advice and should not be relied upon 
for any purpose. This data and information may not be copied or used except as expressly permitted by Wood Mackenzie in 
writing. To the fullest extent permitted by law, Wood Mackenzie accepts no responsibility for use of this data and 
information except as specified in a written agreement entered into with Wood Mackenzie for the provision of such data and 
information  
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COMPETENT PERSONS’ STATEMENTS 

Ore Reserves – Jaguar Nickel Project 

The information in this report that relates to Ore Reserves is based on information compiled by Mark Fusco and Peter 
Rowland Lock, both of whom are Competent Persons and Members of the Australasian Institute of Mining and Metallurgy. 
Both Mark Fusco and Peter Rowland Lock are currently employed by Mining Plus. Mark Fusco and Peter Rowland Lock both 
have sufficient experience relevant to the style of mineralisation and type of deposit under consideration and to the activity 
which they are undertaking to qualify as a Competent Person as defined in the 2012 edition of the Australasian Code for the 
Reporting of Exploration Results, Mineral Resources, and Ore Reserves (JORC Code). Specifically, Mr Fusco is the Competent 
Person for the overall study, excluding Capital and Operating estimates, Nickel Price and Financial Analysis. Mr Lock is the 
Competent Person for the Capital and Operating estimates, Nickel Price and Financial Analysis. Mark Fusco and Peter 
Rowland Lock consent to the disclosure of information in this report in the form and context in which it appears. 

Market Announcements 

This report contains information extracted from the following ASX market announcements made by the Company; 

• ASX announcement dated 23 April 2020; 
• ASX announcement dated 10 November 2022 and 5 August 2024 in relation to the Jaguar Project MRE; 
• ASX announcements dated 2 July 2024 in relation to the Jaguar Feasibility Study results; and 
• ASX announcement dated 21 January 2025 in relation to pilot plant results for new nickel concentrate specification 

from Jaguar 

Excepted as detailed in this report, the Company confirms that it is not aware of any new information or data that materially 
affects the information included in the original market announcements referred to above and, in the case of estimates of 
Mineral Resources, that all material assumptions and technical parameters underpinning the estimates in the original market 
announcements continue to apply and have not materially changed. The Company confirms that the form and context in 
which the competent persons’ findings were presented have not been materially modified from the original announcements. 

FORWARD LOOKING STATEMENTS 

These materials prepared by Centaurus Mining Limited (or the “Company”) include forward looking statements. Often, but 
not always, forward looking statements can generally be identified by the use of forward-looking words such as “may”, “will”, 
“expect”, “intend”, “plan”, “estimate”, “anticipate”, “continue”, and “guidance”, or other similar words and may include, 
without limitation, statements regarding plans, strategies and objectives of management, anticipated production or 
construction commencement dates and expected costs or production outputs. 

Forward looking statements inherently involve known and unknown risks, uncertainties and other factors that may cause the 
Company’s actual results, performance, and achievements to differ materially from any future results, performance or 
achievements. Relevant factors may include, but are not limited to, changes in commodity prices, foreign exchange 
fluctuations and general economic conditions, increased costs and demand for production inputs, the speculative nature of 
exploration and project development, including the risks of obtaining necessary licenses and permits and diminishing 
quantities or grades of reserves, political and social risks, changes to the regulatory framework within which the Company 
operates or may in the future operate, environmental conditions including extreme weather conditions, recruitment and 
retention of personnel, industrial relations issues and litigation. 

Forward looking statements are based on the Company and its management’s good faith assumptions relating to the financial, 
market, regulatory and other relevant environments that will exist and affect the Company’s business and operations in the 
future. The Company does not give any assurance that the assumptions on which forward looking statements are based will 
prove to be correct, or that the Company’s business or operations will not be affected in any material manner by these or 
other factors not foreseen or foreseeable by the Company or management or beyond the Company’s control. 

Although the Company attempts and has attempted to identify factors that would cause actual actions, events, or results to 
differ materially from those disclosed in forward looking statements, there may be other factors that could cause actual 
results, performance, achievements, or events not to be as anticipated, estimated or intended, and many events are beyond 
the reasonable control of the Company. Accordingly, readers are cautioned not to place undue reliance on forward looking 
statements. Forward looking statements in these materials speak only at the date of issue. Subject to any continuing 
obligations under applicable law or any relevant securities exchange listing rules, in providing this information the Company 
does not undertake any obligation to publicly update or revise any of the forward-looking statements or to advise of any 
change in events, conditions or circumstances on which any such statement is based. 
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Figure 1-16 – Project Tenement Area 

The total area of land currently owned by Centaurus is approximately 2,090ha, while the disturbed area of 
the Project is approximately 965ha. Of the total land area currently owned by Centaurus, 1,045ha or 50% of 
the total owned area is to be attributed to legal reserve, though the legal reserve does not need to be located 
on the land owned by Centaurus at the Project site.  

The Project footprint is covered by four properties of which Centaurus has purchased three (3) and is 
currently in negotiation with the landowner to purchase the fourth property of 770ha. The properties 
purchased by Centaurus had the possession rights assignment agreements registered with the notary 
office in São Félix do Xingu. The mining easement includes the fourth parcel of land currently not owned 
by Centaurus.  

1.11.2 Approvals Summary 

The Project has received its key Preliminary Licence (LP) approval from SEMAS in February 2024 and the 
Installation Licence (LI) on 7 March 2025. The LI (License No. LI 3588/2025) allows the commencement 
and completion of all construction activities including mine pre-stripping and commissioning of the 
Process Plant and associated Infrastructure.  

A separate application via an Environmental Control Plan (RCA/PCA) process for the 38 km long 230kV HV 
transmission line route to the Project site was made to SEMAS/PA in August 2023. On 5 February 2024, 
SEMAS issued the combined LP and LI approval for the construction and installation of the 38km long 
230kV HV transmission line and substation (License No. LI 3450/2024).  

The Brazilian Ministry of Mines and Energy (MME) approved the connection of the Project to the national 
high voltage grid on 16 October 2023 (Permit No 2.644/SNTEP/MME DE 10 DE OUTUBRO DE2023). The 
only approval now required before commencement of construction of the transmission line is the 
authorisation from the energy regulatory agencies ONS/ANEEL. The documents to obtain this authorisation 
were submitted 30 April 2025. 
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Social programs will be developed for the Project that align with Centaurus’ policies and vision to create 
value for all stakeholders. Programs will be developed which focus on socio-economic development, 
effective communication, and job training to foster local employment, among others. Numerous 
community engagement meetings have been held to consult with and update local officials, the general 
public and other stakeholders on the Project development plans and seek feedback on any concerns from 
the community in relation to conducting exploration activities and the development of the Project and 
supporting infrastructure.  

During each of these community meetings a comprehensive presentation of the main outcomes of the 
EIA/RIMA was undertaken and this has led to the positive result of both public hearings held in São Félix 
do Xingu and Tucumã/Ourilândia do Norte. The local support received during the public hearings helped 
Centaurus obtain the LP unanimously in the COEMA meeting.  

The overall response from stakeholders continues to remain very positive and Centaurus has been 
encouraged to maintain the level and frequency of consultation, as the Project progresses toward 
development. Additionally, Centaurus has undertaken extensive consultation with existing landowners and 
other key stakeholders and continues to work to honour any commitments and obligations that ensue from 
the approval process. 

1.12.4 Powerline Land Access 

The selection of the best route to implement the 38km transmission line followed a detailed study where 
technical aspects were considered along with social and economic conditions. The route selected 
considered  

• Minimisation of the interference with the existing assets along the route, approaching the borders 
and crossing productive areas and avoiding approximation with existing houses and buildings.  

• Topography which was less of an impact as the region consists mostly of flat cleared farmland.  

• ease of assembly during construction and subsequent operation and maintenance requirements. 

• economic and environmental points of view. 

Approval of the route and the necessary licences were granted in February 2024 (item 1.11.2).  

In December 2024, and as a continuation of the approvals process, Ética Serviços De Engenharia LTDA 
(Ética) in conjunction with Marcello Correa Mendonça & Associados undertook individual land valuations 
along the entire power line route to determine compensation in accordance with NBR14653 (Standard 
Brazilian for Property Valuations, Part 1 - General Procedures, and Part 03 Rural Properties) and issued the 
valuation report for compensation payable for the land impacted by the 230kV powerline route. The survey 
of values was determined in accordance with item 8.3.3 of NBR 14.653-3:2019. 

This land area does not need to be acquired by Centaurus, however, there will be a compensation payment 
requirement to the landowners for having restricted land use within the power line easement area.  

The costs associated with compensation are included in the capital (CAPEX) cost estimate with provisions 
contained in the operating (OPEX) costs to compensate future payments to landowners as required by law. 

1.13 Implementation 

1.13.1 Key Objectives 

Centaurus aims to bring the Project into operation, with several objectives in mind: 

• Zero harm to all personnel involved with construction, operation, and maintenance of the facilities, 
with zero unintended environmental impacts or incidents; 

• Achieve cost, quality and performance targets including production ramp-up in-line with financing 
commitments and the business case; 
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• Compliance with Centaurus Licence to Operate (LTO) conditions which includes 
regulatory/legislative requirements, and 

• Develop and maintain positive community relations across all Project related activities. 

1.13.2 Project Implementation 

The Project implementation has two key components: 

• Project Implementation: The design and development of the open pit mining operation, construction 
of the sulphide residue ponds for water management during construction and waste containment 
in operations, the IWL, the 230kV transmission line and substation, communication upgrades to 
cellular and fibre networks, offsite regional road and crossing upgrades to facilitate construction 
and operational traffic flows and the construction of the Process Plant including NPI supporting 
Infrastructure and support services. 

• Project (and Operational) Readiness: To prepare Centaurus in the transition from explorer to 
constructor and future operator with the development of the necessary systems and processes to 
enable this transition to occur safely, seamlessly and effectively. This includes the recruitment, 
employment and training, where necessary, of the Centaurus construction management team and 
the future operational workforce together with development and establishment of the various 
support structures and systems to undertake Project activities. 

1.13.3 Implementation Strategy 

Centaurus and the EPCM contractor will each be responsible for various packages and scopes of work to 
deliver the Project on time and within the approved budget.  The selected EPCM contractor will provide 
engineering, procurement and construction management services for the Process Plant and various site 
development activities against a defined scope of work for the Project. 

The Centaurus Project team will manage the EPCM contractor, undertake engineering and construction 
management for Centaurus NPI scope activities, provide dedicated operations team for commissioning, 
start-up and ramp up of the operation overseen by the Centaurus Commissioning Manager. 

Centaurus has an established Owner’s Team consisting of experienced management and technical 
personnel necessary to administer and have oversite across all aspects of the Project.  The Owner’s team 
will be supported by specialist consultants with experience in implementing similar sized projects as 
required. 

The implementation approach being considered to deliver the Project has a number of key elements and is 
summarised as follows: 

• Centaurus’ Owner’s scope includes:  

o Manage pre-development activities including basic engineering package and handover to 
EPCM;  

o Development of the mining area including mining pits, mine roads and provide construction 
material (mine waste) for IWL construction; 

o Detailed engineering and construction management of 230kV transmission line and site 
substation to battery limit within Centaurus lease; 

o Design and upgrades to off-site road and bridges accessing the site; 

o Mobile communications network upgrade and develop two-way radio services across site and 
into mining pit locations;  

o Detail design and construction management of the IWL and sulphide residue ponds, and  

o Commissioning of the Process Plant and supporting Infrastructure led by Centaurus 
Commissioning Manager. 
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o Provide onsite support including medical treatment facilities, occupational health and safety, 
environmental and permitting, governance, security and access control, commercial and 
contract management, project controls for managed activities and administration services. 

Under this model, Centaurus will directly manage construction of the IWL, sulphide residue ponds, 
230kV transmission line and substation, communication upgrades and complete offsite road and 
bridge upgrades whilst managing Project activities being completed by the EPCM contractor. 

• EPCM contractor’s scope which includes:  

o Detailed engineering, procurement and construction management services for the Processing 
Plant; 

o Detailed design and construction management of site wide bulk earthworks including Process 
Plant and ROM access road; 

o Process Plant design optimisation, equipment package development for procurement, 
logistics, expediting and inspection services pre and post delivery,  

o Construction management of selected on-site infrastructure including on-site roads, 
(excluding mining area roads), power reticulation and distribution from 230kV substation to 
Process Plant and NPI facilities, communications, water supply and reverse osmosis facilities 
(RO), NPI buildings and support facilities and waste including sewer and discharge; and 

o project controls for EPCM managed activities and consolidated reporting. 

Centaurus will finance all equipment, materials, fabrication and construction services contracts.  

1.13.4 Readiness Activities 

In parallel to project readiness and construction activities commencing, an Operational Readiness (OR) 
strategy has been developed and will be implemented from FID. This OR strategy will establish all of the 
critical operating systems and operating procedures to allow for efficient start-up, commissioning and 
ramp-up to commercial production and includes timing for recruitment of personnel and implementation 
of training plans and systems to support the operation aligned to the overall master project schedule. 

Commissioning will be undertaken by Centaurus led Commissioning Manager supported by operational 
team members, vendor representatives and EPCM support (if required) across the various work streams. 

This implementation strategy will result in an integrated Project management team with both the 
employees of Centaurus and local engineering and consulting firms engaged throughout the execution and 
commissioning phases with experience in implementing similar sized projects. 

1.13.5 Implementation Approach 

Basic process engineering and technical documentation development will be progressed by an experienced 
engineering consultant based in Australia (Engineer). This will allow Centaurus to maintain oversight of the 
process equipment design and selection, and the site layout prior to handing over to EPCM. 

Package information will be transferred to selected EPCM Contractor to undertake detailed engineering 
and develop procurement packages including standardisation of drawings and documents to Brazilian 
ABNT standards and nomenclature will be produced in Brazil (in Brazilian Portuguese language).  

Contracts and purchase orders will be completed by an experienced Brazilian EPCM contractor managed 
and controlled by Centaurus’ Owner’s Team based in project offices at Belo Horizonte (Project Office). 

The Construction Management activities (CM) will be overseen by the EPCM contractors experienced 
construction management team supervising the various discipline contractors and suppliers, managed and 
controlled by Centaurus’ Owner’s Team at offices on site (Site Office). 

  



 

  1-42 
Section 1  
Executive Summary 

Specialised work packages, including the off-site access road upgrades, 230kV transmission line and 
substation, communications upgrade, IWL and sulphide residue ponds design and construction 
management will be directly managed by the Centaurus’ Owner’s Team. Various specialist consultants will 
be engaged to complete detail engineering, and in the case of the transmission line and substation the 
installation and commissioning to local regulatory requirements using standards contract norms.  

The development of the open pit mine will be managed by Centaurus Operations team utilising a number 
of contractors under a contract mining approach. Waste from mine development activities will be provided 
to the IWL contractor for placement and compaction as part of the IWL construction.  

Some site services, including Environmental and Community, Site Security and Emergency Response 
services will be provided by Centaurus utilising personnel from the operations team (on-boarded early) to 
facilitate a smooth transition from construction to operations and maintain consistency of approach. 

The Operations team will be progressively mobilised at the appropriate time during the Project, to 
implement the operational readiness plan and ensure a smooth transition from construction into 
commissioning and ramp up of the operations.  

A number of contract structures will be implemented as part of the Project execution model, including lump 
sum, schedule of rates, build own operate and build own operate transfer. The appropriate structure 
implemented will reflect pricing, risk and expertise required to deliver the entire Project scope on time and 
within approved capital budget. 

Contractor selection will be based on Centaurus preselection criteria with fit for purpose contractors 
engaged under formal contract arrangements to execute defined scope activities.  

Table 1:12 contains the preliminary Package Management and Responsibility Matrix outlining the various 
scopes of work and associated responsibility assignments for each package of work.  
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Major Area Packages Design & 
Engineering Procurement Fabrication Transport Construction / 

Installation Commissioning Operation & 
Maintenance  

Pioneering Works  

Pioneering works & Facilities 
(i.e. temp power, water, RO Sewer, interim 
restaurant, gatehouse and access control etc.) 

Various Centaurus Various Various Various Centaurus Centaurus 

Temporary Diesel storage and distribution Raizen Centaurus Raizen Raizen Raizen Centaurus Centaurus 

Plant access & Minor roads EPCM EPCM  Local Contractor / Mining Services Contractor   Centaurus 

Construction Laydown & Establishment EPCM Centaurus     EPCM     

Construction Facilities & Buildings EPCM Centaurus Centaurus / EPCM Centaurus Centaurus 

Construction Logistics Centaurus Centaurus Centaurus Centaurus   Centaurus   

Raw water supply EPCM Centaurus Pioneering Works Contractor EPCM EPCM 

Centaurus Managed Works  

EPCM Contractor Centaurus Centaurus Various Various Various Centaurus Centaurus 

Timber felling and Grubbing Works Centaurus Centaurus Local Contractor     

Mine Pit development Centaurus Centaurus     Mining Services 
Contractor Centaurus   

Mine access roads and berms  Centaurus Centaurus Mining Services Contractor 

Communications upgrade IT Consultant Centaurus   Data & Communications provider Centaurus 

Transmission line and Substation 230kV SM&A Centaurus HV Power Contractor SM&A / 
Centaurus Centaurus 

Permanent Diesel storage and distribution Raizen Centaurus Raizen Raizen Raizen Raizen / 
Centaurus   

Overall site survey Centaurus Centaurus     Local Contractor   Centaurus 

Main access roads Centaurus Centaurus Local Contractor  Centaurus  

Personnel logistics Centaurus Centaurus   Local Contractor     Centaurus 

Explosives Storage Facility and Magazine Explosive Supplier Centaurus Explosive Supplier 

EPCM Managed Works 

Bulk Earthworks and Process Plant roads EPCM EPCM / Centaurus Bulk Earthworks Contractor Centaurus Centaurus 

MIA EPCM EPCM / Centaurus 
Develop - Bulk Earthworks Contractor 
Facilities - Mining Contractor, Grade Control Contractor and 
Explosive Supplier  

Centaurus Centaurus 
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Major Area Packages Design & 
Engineering Procurement Fabrication Transport Construction / 

Installation Commissioning Operation & 
Maintenance  

Concrete Batch Plant EPCM EPCM / Centaurus Local Contractor Local Contractor EPCM EPCM Various 

Process Plant EPCM EPCM / Centaurus Various Suppliers EPCM Electromechanical Centaurus Centaurus 

Over Head power line (13.8kV) EPCM EPCM / Centaurus Various Suppliers EPCM Electromechanical Centaurus Centaurus 

Permanent buildings EPCM EPCM / Centaurus Various Suppliers EPCM Electromechanical Centaurus Centaurus 

Carva Steel framed buildings EPCM EPCM / Centaurus Various Suppliers EPCM Electromechanical Centaurus Centaurus 

Restaurant & Facilities Management EPCM Centaurus Various Suppliers EPCM Electromechanical Centaurus Centaurus 

WWTP (Package Plant) EPCM EPCM / Centaurus Various Suppliers EPCM Electromechanical Centaurus Centaurus 

RO plant (Package Plant) EPCM EPCM / Centaurus Various Suppliers EPCM Electromechanical Centaurus Centaurus 

Commissioning Centaurus Centaurus     
 

Centaurus Centaurus 

First fill EPCM Centaurus       Centaurus   

Spares EPCM Centaurus       Centaurus Centaurus 

                

Table 1:12 – Package Management and Responsibility Matrix 
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1.13.6 Development Schedule  

The overall duration of the Project development from FID (Q1/2026) to ore commissioning of the Process 
Plant is 28 months. The key activities and durations are shown in Table 1:13. 

The Project construction period (on site) is estimated at 27 months commencing March 2026 with ground 
disturbance and clearing activities. Detailed listing of key dates is included under Table 1:13.  

Figure 1-17 provides listing of key milestone activities and timing.  

 
Figure 1-17 – Implementation timeline 

Estimated construction labour is to average 617 full-time equivalents over the construction period and a 
peak of approximately 1,046 full-time equivalent contractors and employees on the Project. 

 

Figure 1-18 – Total Site Manning 
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On-site development works will commence Q1/2026 and include construction of a temporary water storage 
pond and water extraction facilities to provide initial construction water requirements, clearing and ground 
preparation activities for the IWL and sulphide residue ponds, transmission line powerline and substation 
works. 

Mining services and associated mining support activities are scheduled to commence in Q2/2026 with 
initial works involving timber and topsoil clearing and site establishment of contractor’s facilities enabling 
the production of construction material to maintain sufficient stockpiles in advance of the IWL construction 
contractor requirements. 

The site development and bulk earthworks activities on the Process Plant and supporting Infrastructure 
commence in Q2/2026.  The EPCM contractor commences onsite Q2/2026 receiving long lead 
procurement items and commences on-site construction of the Process Plant with earthworks, 
foundations, structural steel erection and buildings. Centaurus’ team mobilise with 1 month of EPCM 
commencing to commence mine development and IWL construction activities. Offsite road and bridge 
upgrades and the transmission line installation will commence concurrently. 

Site construction will be completed by the end of Q2/2028, with commissioning activities commencing 
early Q3/2028. 

Item Milestone Description Milestone Date Month 

Project Milestones 

1.  FID February 26 1 

2.  Off-Site Works - Roads and Bridges Commence (Phase 1) March 26 2 

3.  Sulphide Residue Ponds commence April 26 3 

4.  Construction Water Dam complete May 26 4 

5.  Power Transmission Line and Substation commence May 26 4 

6.  EPCM Start of Site Construction May 26 4 

7.  Mining Vegetation clearing  May 26 4 

8.  IWL Storage Facility Commence July 26 6 

9.  Off-Site Works - Remaining Roads and Bridges (Phase 2) March 27 14 

10.  Power Transmission Line and Substation Complete January 28 24 

11.  Permanent Power Available February 28 25 

12.  Ore Available on ROM/Crusher March 28 26 

13.  IWL Storage Facility Complete March 28 26 

14.  Concentrator C1 (Dry) – Commissioning March 28 26 

15.  Concentrator C2 (Wet) Commissioning April 28 27 

16.  Concentrator C3(Ore) Commissioning Complete June 28 28 

Construction Milestones 

17.  Bulk Earthworks Commences May 26 4 

18.  Process Plant Construction (Steel and Equipment) November 26 10 

19.  EPCM Concentrator Practical Completion May 28 27 

Table 1:13 –Project Key Activities  
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1.14.4 Compensation & Benefits 

All terms and conditions of employment, including workplace policy and procedures will reflect 
contemporary workplace practices and be developed to ensure compliance with any applicable industrial 
instrument and labour law legislation, including the Consolidated Labor Code - Consolidação das Leis do 
Trabalho [CLT] 1964 (CLT) (last amended in 2021) applicable to the Project. 

Annually, Centaurus will administer a formal salary review process in line with the CLT, the Brazilian 
Federation Constitution, and other industrial agreements including Union Collective Bargain Agreements 
(UCBA). 

A fully catered restaurant will provide mid shift meals to all site personnel working each shift.  

1.14.5 Product Transport and Logistics 

Concentrate will be trucked from the Project Site to the Port of Vila do Conde where it will be stockpiled 
before being containerised and loaded on to vessels for export.  

The port of Vila do Conde is one of the main ports in the north region of Brazil and has received significant 
investment in recent years. The port has eight berths with one dedicated to containers and two for solid 
bulk operations.  

1.14.6 Site Operations Logistics 

Reagents will be supplied from a number of sources with both domestic and offshore requirements. A 
customs and shipping broker will be engaged to manage importation and clearance of imported goods 
including reagents with consolidation facility located offsite. Consolidation of freight deliveries to site will 
be managed from the offsite warehouse.  

Diesel, lime and other bulk commodity items will be delivered directly by suppliers into site storage facilities 
under term agreements.  

1.15 Capital Cost Estimate  

1.15.1 Pre-Production Capital Cost 

Centaurus finalised the capital cost estimate (CAPEX) for the Project based on the JVEP outcomes 
following receipt of costs estimated for the concentrator and infrastructure based on Engineer’s 
engineering and Extima cost estimation work.  

The capital cost estimate was prepared in accordance with AACE guidelines with a Class 3 ±15% level of 
accuracy and uses third quarter (Q3/2024) base pricing. The capital cost estimate has been determined 
from first principals engineering with equipment and vendor budget pricing based on RFPs issued to market 
and bulk quantity, concrete/steel/piping/earthworks, for Brazilian suppliers/vendors. Factored pricing and 
costs estimator’s data was escalated using INCC-DI. 

The non-mining portion of the estimate includes all costs associated with engineering, procurement, 
construction, construction management, mobilisation and demobilisation of contractors, freight, 
commissioning, first fills, spares and owner’s costs.  No allowance is provided for growth within estimated 
costs.  Contractor costs were obtained via requests for pricing and existing pricing (if used) escalated to 
Q3/2024 cost basis using INCC-DI. 

The mining capital estimate is based on a contract mining approach including contractor mobilisation and 
establishment for the provision principally of suitable bulk fill for IWL construction and mining pit 
development. Costs for mining, explosive and grade control support facilities are included into respective 
costs with facilities developed by each contractor to be handed over to Centaurus on contract expiration. 
Mining costs were escalated using INCC-DI.  

The pre-production capital cost for the Project is shown in Table 1:14. It is also estimated that pre-
development costs of U$9.8M will be incurred prior to FID.  
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1.16 Operating Cost Estimate 

1.16.1 Summary 

The operating cost estimates have been derived using a first principles approach to build up cost estimates 
and includes third party pricing for power, diesel, reagents and grinding media. Mining estimations were 
based on contractor proposals for load & haul, explosives supply and grade control drilling. Labour and 
overhead costs are determined by Centaurus.  

The FS has been based on a nominal 3.5Mtpy processing plant, treating 52Mt million tonnes of ore over a 
15 year evaluation period, producing 945kt (dry basis) of nickel concentrate. 

Figure 1-21 summarises the annual Process Plant throughput and nickel metal tonnes recovered.  

 

Figure 1-21 – Annual Processing Summary 

Table 1:16 provides life of mine cost and unit costs both in US$/t milled and US$/lb Ni in concentrate. 

Operating costs cover all onsite costs directly associated with mining, processing, and administration 
activities and include costs related to sustaining production of the operation over the lifecycle of the Project 
including royalties (governmental and Vale), community investment, indirect taxes and other non-
production costs.  

1.16.2 Key Assumptions  

Labour base salary costs are based on benchmark mining industry salary data obtained from a specialist 
Brazilian-based compensation consultancy firm who conduct annual surveys in the region. The rates are 
built up with all relevant statutory taxes and employer obligations to create an all-in labour cost.  

The price to supply electrical energy to the Project was derived from data provided by CEMIG, a local power 
producer. 

Diesel consumption was estimated for each activity based on OEM data with costs allowed for anticipated 
use. Diesel facilities and future source of supply was obtained from Raizen, a Brazilian fuel supply 
company.  The diesel price (after tax incentives applicable to the Project) applied to the estimate is R$4.97 
per litre delivered into facility on site. The facility will be purchased and installed as part of Project capital 
works.  
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Key Operating Cost metrics are in Table 1:16. 

Area 
LOM Cost Unit Unit 

(U$M) (U$/t Ore milled) (U$/lb Ni in concentrate) 

Mining1 

Contractor Overheads 215.3  4.14  0.34  

Ore 128.8  2.48  0.21  

Waste 445.0  8.55  0.71  

Labour 97.4  1.87  0.16  

Owners cost 59.1  1.13  0.09  

TOTAL Mining Costs  945.6  18.17  1.51  

Processing 

Power 108.5  2.08  0.17  

Consumables (incl reagents & media) 329.7  6.34  0.53  

Maintenance 56.1  1.08  0.09  

Technical Services 16.3  0.31  0.03  

Labour 67.9  1.30  0.11  

Other Services 44.1  0.85  0.07  

TOTAL Processing Costs 622.6  11.96  1.00  

General & Administration (G&A) 

Roads 8.0  0.15  0.01  

ESG 25.7  0.49  0.04  

Labour 62.8  1.21  0.10  

Administration 6.7  0.13  0.01  

TOTAL G&A Costs 103.2  1.98  0.16  

TOTAL C1 CASH COSTS 1,671.4 32.11 2.67 
 

Product Transportation  164.1 3.15 0.26 

Royalties 254.4 4.89 0.41 

By Product Credits (52.4) (1.01) (0.08) 

TOTAL COST (Ex Sustaining Capex) 2,037.5 39.15 3.26 

Notes:  1. Excludes capitalised stripping and development  

Table 1:16 – Forecast Operating Cost (Average) Summary 

1.17 Nickel Market Outlook and Pricing  

1.17.1 Market Outlook 

2024 nickel consumption exceeded 3.4Mt and demand growth is expected to remain robust at 7% resulting 
in a market of 4.2Mt by 2027.  Consumption is still dominated by the stainless-steel sector, which in 2025 
is anticipated to account for 64% of total demand followed, a distant second, by Battery Precursors 
responsible for 15%.   

Whilst electric vehicle markets have been weaker than expected, growth continues with battery materials 
demand increasing to 19% of total consumption by 2027 and 30% of consumption by the early 2030s.  Non-
ferrous alloys, electroplating, and other applications account for the rest of demand. 
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1.18.2 Methodology Used  

The Project economics have been modelled on a post-tax, unleveraged basis at the Project level, using 
discounted cashflow analysis at a discount rate of 8%. The analysis includes minor revenue for copper and 
cobalt when concentrate grades exceed a minimum payable based on discussions with third parties.  

Sensitivity analysis was performed to assess impact of variations in nickel prices, nickel recovery, the 
USD/BRL exchange rate, discount rate, operating costs and capital costs.  

The capital and operating cost estimates were developed specifically for this Project and are summarized 
in Sections 1.15 and 1.16 of this Executive Summary Report.  

The economic analysis has been completed without inflation (constant dollar basis).  

1.18.3 Financial Model Parameters  

The economic analysis was performed using the following inputs from the mine plan and input 
assumptions:  

• Construction period of 28 months, 

• Mine life of 15 years, 

• United States Dollar (USD) to Brazilian Real (BRL) long term exchange rate assumption of 5.30 
(USD/BRL),  

• Cost estimates in constant Q3/2024 US$ with no inflation or escalation factors considered 
following this date, 

• Results are based on 100% ownership of the Project, 

• A 2.0% CFEM (government) royalty,  

• All cash flows discounted to FID, 

• All concentrate product is assumed sold within 30 days of production; and 

• Project revenue is derived from the sale of Nickel concentrate into the international marketplace. 
For the JVEP a long-term nickel price of US$19,800/tonne (US$8.98/lb Ni) has been used based 
on independent market analysis and forecasts. 

1.18.4 Income Tax 

Brazilian corporate income tax is a federal tax charged on net taxable income. It applies at a basic rate of 
15%, plus a surtax of 10% on annual income that exceeds R$240k per year. 

The social contribution tax on profits is also a federal tax levied on net taxable income and is applied at a 
rate of 9%. It is not deductible for corporate income tax purposes. The social contribution tax is applied to 
the same tax base as corporate income tax. 

Expenses relating to the ordinary conduct of a trade or business of a company, properly documented and 
necessary to maintain a company’s source of income are generally deductible. Tax losses may be carried 
forward indefinitely (there is no statute of limitations). The offset is limited to a maximum 30% of annual 
taxable income and no carry back of losses is allowed. 

The Financial Model assumes a headline corporate income tax rate of 34%, which comprises the base rate 
of 15%, the 10% surtax and the 9% social contribution tax. This headline rate is reduced to 15.25% by the 
operation of the SUDAM tax concession which is described further below. Credits accumulated through 
the payment of federal PIS and COFINS indirect taxes levied on mining and processing operating costs 
have also been applied against income tax payable in the financial model. Corporate income tax payments 
of US$262M are forecast to be made over the life of the Project.  
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1.18.5 Indirect Taxes 

The Brazilian indirect tax system is complex and includes taxes levied at a federal, state and municipal 
level. Estimates for both capital and operating costs have included the applicable indirect taxes, sourced 
from either vendor pricing or internal analysis.  

The key indirect taxes that will impact on the capital and operating costs for the Project are described 
below. 

• Import Tax (II).  

II applies to the cost, insurance and freight (CIF) value of imported products at various rates. This 
is a final tax, meaning that no credits are granted. The taxable event is the customs clearance. The 
rate applicable is based on the Tabela de Incidência do IPI (TIPI) which classifies products using 
an 8 digit NCM code (Nomenclatura Comum do Mercosul). Rates range from 0% to 35% with the 
typical rate applicable to the Jaguar project approximately 11%.  

• Federal Excise Tax (IPI).  

IPI is a federal tax levied on the import and manufacture of goods. It operates in a similar manner 
to a value added tax, which is charged on the value aggregated to the final merchandise. The 
applicable rate depends on the product and its classification under the IPI Tax Rates Table (TIPI). 
IPI is not levied on export sales. The IPI rates applicable for the Project range from 3% to 15%.  

• Social Integration Program (PIS) and Social Contribution on Revenues (COFINS).  

PIS and COFINS are federal taxes charged on gross revenues at a rate of 1.65% and 7.6% 
respectively. Under the non-cumulative regime, tax payers may recognize PIS and COFINS credits 
over certain costs and expenses. Credits may be used to offset PIS and COFINS due on taxable 
revenue, or in the case of exporters, may be offset against other federal taxes, including income 
tax. PIS and COFINS are payable by the Company for both capital and operating costs. PIS and 
COFINS paid on mining and processing operating costs have been accumulated and credited 
against corporate income tax in the financial model. 

• State Value-Added Tax (ICMS).  

ICMS is a state value added tax levied on the import of products and certain transactions involving 
goods (including electricity), inter-municipal and interstate transportation services and 
communication services. The taxable base is equal to the value of the transaction, including the 
ICMS itself (gross-up), insurance, freight and conditional discounts.  

In general, when transactions involve 2 different states, the rates are 7% when the purchaser is 
located in the states of the North, Northeast and Centre West regions or in the state of Espírito 
Santo or 12% for purchasers located in other states. For interstate transactions, ICMS is collected 
by the state where the supplier of the goods is located and the difference between the internal and 
interstate rates is paid by the purchaser to the state in which the purchaser is located, representing 
the so-called ICMS DIFAL (Diferencial de Alíquota do ICMS). 

For transactions within the state of Pará and in the case of imports, the rate of ICMS will be 19% 
which may be reduced under various concession arrangements. The CONFAZ arrangement will 
reduce the rate from 19% to 8.8% on capital purchases, depending on the NCM code. Reductions 
of 50% (fifty percent) of the ICMS rate on purchases of fuel oil used in the production process and 
on the acquisition of electricity are available under the State of Pará Incentives for Nickel projects. 

• Municipal Service Tax (ISS). 

ISS is a municipal tax levied on revenues derived from the provision of services other than those 
subject to ICMS (transportation, power and telecommunication supply). The tax base for ISS is the 
price or value of the service. The rates vary from 2% to 5%, depending on the municipality where 
the service provider is located, where the service itself is provided and the type of the service. 
Generally speaking, it is levied by the municipality where services are carried out. 

All cashflows included in the financial model incorporate outflows for relevant indirect taxes, with 
concessional rates applied where appropriate. 
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1.18.6 Concession Regimes 

The use of government incentives is a significant feature of the Brazilian business environment. The 
regimes are intended to encourage investment in Brazil and in particular, support new project development 
or expansion. The Report includes the application of a number of concession regimes that apply to both 
corporate income tax and to indirect taxes levied on Project cost inputs. Independent advice has been 
received by Centaurus to assist in clarifying the operation of the concessions and to determine their 
treatment in the financial model. 

The key regimes under which concessional tax treatments have been applied in this Report are summarised 
below. 

• Superintendence of Amazonas Development (SUDAM) 

Companies located in the Amazon region may benefit from certain tax incentives. SUDAM is an 
administratively and financially independent federal government agency that oversees 
development in the Amazon region. The region includes the state of Pará in which the Project is 
located. Under the concession program, companies can receive either partial or complete tax 
exemption on income taxes for Brazilian companies.  

The tax exemption applies only to income from facilities operating in the designated region. For 
the purposes of this Report, the financial model factors in a reduction of the headline income tax 
rate of 34% to the 15.25% rate available under the SUDAM regime for the Project. The concession 
is available for an initial period of 10 years with further extension of the program available upon 
application. The financial analysis assumes the concession is available for the full Project life. 

• Ex Tarifário 

The Ex-Tarifário regime is applicable on imports of capital, computing and telecommunications 
equipment which have no nationally manufactured equivalent. In most cases the regime operates 
to reduce the rate of Import Tax (II) to nil. 

The basis for assessing the availability of a nationally manufactured equivalent is the 8 digit NCM 
code (Nomenclatura Comum do Mercosul). Brazil is part of the Southern Common Market referred 
to as Mercosul which includes Argentina, Paraguay and Uruguay as member countries. The 
international equivalent is the Harmonized Commodity Classification and Coding System (HS), 
which is an international method of product classification based on a 6 digit code structure and 
related descriptions used to facilitate and classify international import and export transactions. 

The schedule of imported capital equipment for the Project has been assessed for the application 
of the Ex-Tarifario concession using the NCM code with the II reduced to nil for qualifying 
equipment. 

• RECAP 

RECAP is a tax regime that allows special tax conditions for the acquisition of fixed assets by 
exporters. Export companies under RECAP regime are exempted from PIS and COFINS on the 
acquisition of capital goods. 

• CONFAZ 52/1991 

CONFAZ ICMS Agreement 52/1991 is an agreement between all Brazilian states to grant 
concessions on ICMS tax on the acquisition of industrial machines, devices and equipment listed 
on Annex I of the agreement. The concession applies to both capital equipment imported and 
acquired locally. 
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This benefit consists of a reduction on the ICMS tax basis (depending on the NCM/HS Code) from 
a tax burden on average of 19% to 8.80%. If the equipment is shipped from South/Southeast 
regions to destinations in the North/Northeast/Central-West regions or Espírito Santo state, the tax 
rate is 5.14% applied at the point of origin plus the difference of 3.66% due at the state of delivery. 
For supply originating in other regions, the rate is 8.80% - including for transactions within the state 
of Pará. 

• State of Pará Incentives for Nickel 

The Pará State Decree 1,729/2005 establishes the State of Pará Incentives for Nickel producers. 
Specific incentives under this decree include; 

o a reduction of 50% of the ICMS tax basis levied on domestic purchases of diesel used in the 
production process and on electricity acquisition by taxpayers who have operations related to 
the exploration and processing of nickel and its byproducts inside Pará; 

o an ICMS exemption for the import of machinery and equipment without a national equivalent; 

o an exemption for the interstate acquisitions of machinery and equipment, in relation to ICMS 
Difal. 

o an ICMS exemption on the supply, in local Pará state operations, of goods used in the 
construction of fixed assets for mining and industrial operations for the mining and 
processing of nickel and its byproducts. 

A number of other concession regimes may be applicable to the Project but have not been considered in 
the financial analysis mainly due to the level of detailed information required in order to attribute the 
concessions to the relevant cost input.  

1.18.7 Royalties  

Financial Compensation for the Exploitation of Mineral Resources (CFEM) is payable to the Brazilian federal 
government. The Project is subject to a 2.0% CFEM royalty. This royalty has a regulated split of 65% to the 
municipality where the Project is located (Sao Felix do Xingu), 25% to the State of Pará and 10% to the 
Federal treasury.  

In addition, royalties are payable to Vale and to the Brazilian National Development Bank (BNDES) at the 
rates of 2% and 1.8% respectively, in accordance with the Project sale and purchase agreement. The royalty 
rates are based on gross revenue less the cost of product transport. 

1.18.8 Economic Analysis  

The economic analysis was performed using an 8% discount rate.  

The post-tax NPV8 is US$735 (A$1,148M), the post-tax IRR is 34% pa, and post-tax capital payback is 1.8 
years.  

A summary of the Key Project Economic Metrics along with a comparison with the FS metrics is included 
below in Table 1:19. 

Capital and Operating Costs  

Pre-Production & Sustaining Capital Costs Units JVEP FS 

Mining (Pre strip) US$M 44.5 67.8 

Development Capital (Processing & Non-Process Infrastructure) US$M 305.5 269.0 

Contingency US$M 29.6 34.6 

Total Pre-Production Capital US$M 379.6 371.4 

Sustaining and Deferred Capital (Included in AISC below) US$M 182.2 236.5 
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Operating Costs [contained nickel basis] Units JVEP FS 

C1 Cash Costs US$/lb 2.67 2.30 

Product Logistics US$/lb 0.26 0.59 

Royalties US$/lb 0.41 0.36 

By Product Credits US$/lb (0.08) Nil 

Total Operating Costs US$/lb 3.26 3.25 

Sustaining and Deferred Capital US$/lb 0.29 0.32 

All-in Sustaining Costs (AISC) US$/lb 3.55 3.57 

Development Capital US$/lb 0.61 0.50 

Closure Costs US$/lb 0.03 0.02 

All-in Costs (AIC) US$/lb 4.19 4.09 
 

Table 1:19 - Key Project Financial Metrics 

A summary of the Key Project Environmental and Social Metrics is included below in Table 1:20. 

 
Key Environmental and Social (ES) Statistics  JVEP FS 

LOM Royalties & Corporate Taxes US$M 516.2 548.8 

LOM Mine Gate (C1) Expenditure US$M 1,671.4 1,697.5 

LOM Total Expenditure  US$M 2,749.4 2,854.2 

Estimated Carbon intensity CO2/t of Ni Eq. 6.54t 7.27t 

Table 1:20 – Environmental and Social Metrics 

Project cashflow (by annual summary) are shown in Figure 1-23. 

Key Financial Results  

Total Revenue (Net of Payabilities) US$M 4,551 5,046 

EBITDA US$M 2,448 2,631 

Tax Paid US$M (262) (282) 

Project Cashflow 

Pre-Tax US$M 1,882 2,020 

Post Tax US$M 1,620 1,738 

Post Tax A$M 2,531 2,614 

Net Present Value (NPV8) 

Pre-Tax US$M 874 795 

Post Tax US$M 735 663 

Post Tax A$M 1,148 997 

Internal Rate of Return (IRR) 

Pre-Tax %  38 34 

Post Tax %  34 31 

Capital Payback Period 

Pre-tax Years 1.7 2.5 

Post Tax Years 1.8 2.7 
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Figure 1-23 – Jaguar Project Cashflow Summary 

Sensitivity analysis has been completed for NPV by assuming a 10% movement above and below the value 
of specified base case assumptions. The variables chosen for analysis and the outcome on Project 
economics are shown in Figure 1-24. 

 

Figure 1-24 – Jaguar Project Sensitivities 

1.19 Risks  

The work undertaken in completing the JVEP has been carried out to the highest professional standards 
using the best available data, nevertheless, it is recognised that there are uncertainties in implementing 
and operating any Project. The current macro-economic conditions that have the potential to affect delivery 
of the Project cannot be ignored. Current global banking and supply chain stress, labour and equipment 
shortages may take time to ease. Predictions of global recession, accelerated supply coming from 
Indonesia and continuing conflict in Europe and the Middle East may continue to adversely affect nickel 
prices and the capital markets adding to inflationary pressures. Brazil’s political alliance under the BRICS 
may also impact future funding and offtake arrangements.  

There is a risk that forecasts will not be achieved in some areas and there are opportunities for improving 
the performance of the Project in others. 
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Under the JVEP, an iterative risk approach was adopted to identify and manage risks. This approach 
allowed the various stakeholders to make informed decisions whilst considering risk mitigation strategies 
under Centaurus risk policy. Individual risk treatment plans will be further adapted during Project 
implementation phase to cover all operational functional activities. 

1.19.1 Project Risks 

Changes and improvements to the flowsheet were subject to independent design reviews and considered 
safety in design strategies involving Centaurus, the Engineer and specialist support consultants with the 
aim to reduce any identifiable concerns to their lowest level practical.  

Technical risks identified were mitigated within the constraints to the level of engineering being 
undertaken.  Layouts and process options considered behaviour and cultural factors that would apply 
within the scope and context of the Project given its greenfield nature in a remote part of Brazil.  A detailed 
risk assessment was conducted as part of the JVEP which identified 30 risks comprising 17 Project risks, 
12 operational risks and 1 risk relating to legal and compliance.  

Figure 1-25 provides summary of risks classification following treatment that remain to be managed at 
completion of the JVEP. 

 

Figure 1-25 – JVEP Project Risk Register – Post Treatment status 

The Project risk comprise 8 high risks, 8 moderate risks and 1 low risk. Of the 8 high risks, 6 require 
engineering controls to be implemented during detailed design and 2 construction risks for labour 
availability and community grievance which are addressed in the Project implementation plan.   

Operational risks comprising 4 serious, 4 high and 4 moderate risks relating to processing and OHS issues 
will be reviewed by the operational readiness team and procedures or controls implemented to manage 
these risks.  

The legal and compliance risk relates to access in the transmission line route and will be administered by 
Centaurus Community team under the guidance of Centaurus in Country Manager. 

Centaurus will continue monitoring activities to identify corporate, project and operational risks as the 
Project continues development and use the Project Risk Register to record events. Regular risk reviews and 
periodic risk specific meetings are planned to further mitigate and avoid risk to personnel or activities 
conducted in implementation and operation of the Project. 
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1.19.2 Business Risks 

It is recognised that there are uncertainties in implementing and operating any project, including this nickel 
sulphide concentrate Project, in Brazil. There is a risk that forecasts may not be achieved in some areas, 
however, there may be opportunities and avenues for improving the performance of the Project in either 
process refinement or capital optimisation once detail design has commenced and local knowledge and 
thinking is applied. The introduction of sodium cyanide into the process for improving nickel recovery whilst 
depressing zinc and fluorine levels may require additional permitting amendments, which may or may not 
be achieved without delays to planned implementation timelines. 

1.19.3 Technical Risks 

Resource  

The interpreted continuity of the mineralised domains is a significant risk to the Project. The risk is lower 
for the wide and well-informed mineralisation domains, however, is significantly higher for the narrower 
domains characterised by long extrapolation distances. The re-blocking of the geology model ahead of 
mine planning accounts for the narrow domains and the implementation of a grade control program is 
designed to increase data density ahead of mining.  

Water Supply 

Water supply to the Project, both under and over supply, in the long-term due to impacts of climate change 
with lower rainfall than currently occurs is a risk that Centaurus has considered. To mitigate this risk, a 
large water storage facility is included together with water harvesting/recycle from the IWL and the ability 
to return tailings decant water to the Process Plant.  

Water balance studies modelled the catchment of the tailings impoundment and process facilities and 
using historic and current rainfall data, determined the need for discharge of excess water at times. With 
the operation recycling as much water as possible, there is, at times, a positive water balance making it 
necessary to return water to the environment. A water treatment facility has been included in the Process 
Plant to treat water to remove contaminants to below the limits in Brazilian water standards so that this 
excess water can be safely returned to the environment. 

Mining 

Mining operations have inherent risks and liabilities. The occurrence of any safety, ground disturbance, 
water ingress or environmental incident could delay production or increase production costs.  

The mining services contract proposed will incorporate a fixed and variable pricing structure to mitigate 
the risks associated with seasonal variation in the mining rates/ grade as well as significant design and 
production schedule changes.  

Mine waste will be stored in dumps. Waste characterisation testing for acid generation potential and 
release of metal leachates has been undertaken and concludes that there is a low potential for acid 
generation. Geotechnical stability of waste dumps has been modelled and confirms that construction 
parameters are stable under normal and seismic loads. 

Processing 

The process technology adopted for the Project is based on a conventional processing flowsheet with 
known suppliers and readily available equipment from locally based manufacturers preferred. The process 
for treating sulphide ore is well understood and used throughout the nickel industry in Brazil thus providing 
low technology risk to the Project. Key processing equipment has been specified duty/standby to avoid 
downtime due to maintenance or equipment failure and maintenance strategies including inventory 
holdings will be set to ensure maximum uptime.  

Tailings Storage 

Following two recent tailings dam failures in which people were killed and significant environmental 
damage occurred, the licencing and operation of tailings storage facilities in Brazil is under increased 
regulatory focus. 
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To ensure a stable tailings facility was designed and to reduce licencing risk, experienced local consulting 
company (TEC 3) were engaged under the FS for the geotechnical and geochemical characterisation of 
tailings, characterisation of construction materials and the design of the impoundment. Dam break studies 
were completed assuming worst case scenarios to assess the risk of downstream impacts which found 
that no communities or personnel would be impacted in the event of a failure. Geotechnical stability 
assessment, including susceptibility to blast induced failure concluded that the design would be stable 
under normal and seismicity loadings. 

Prior to the commencement of the implementation phase, construction and monitoring plans will be 
initiated, while operational standards and management systems which will govern operations and mitigate 
risks through the life of the Project will be developed under the operational readiness program.  

People and Resources 

The Company has undertaken a detailed workforce planning process to identify and recruit key personnel 
in advance of the Project startup, with a strong focus on recruiting from within the local municipalities and 
the State of Pará where possible. A number of Community Training programs (Capacita Jaguar Community 
Training) were held in Ourilândia de Norte/ Tucumã and Sao Felix do Xingu to identify skills availability from 
within these regions.  

A detailed operational readiness strategy has been developed for implementation post FID to progressively 
deliver the business systems, training and resources to successfully commission and operate the Project. 

People and support resources are readily available within the region with large service centres, construction 
support equipment and workshops to provide all levels of maintenance and engineering support. 

Centaurus has maintained a good working relationship with local unions over the past 5 years in exploring 
and developing the Project. The plan is to continue engagement and discussion with unions to enable 
transition of workers into an operating environment without construction legacies. 

Supply chain 

The site is accessible on national and state highways to Tucumã and good quality municipal gravel roads 
to site. Road haulage contractors service the communities around the Project and so deliveries of 
equipment and consumables will be reliable and regular. The storage quantities of bulk reagents and 
consumable supplies were considered to determine suitable inventory levels and building sizes in the event 
of supply disruption. 

Product logistics will be managed using specialist contractors to deliver bulk nickel sulphide concentrate 
to storage facilities near the port. Product will be loaded bulk into lined shipping containers, transferred to 
the port for loading onto vessels. The selected logistics contractors have existing operations including 
facilities for safe storage and handling of concentrates and the loading of vessels.  

1.19.4 Political / Country Risk 

Brazil is a mining friendly, diversified middle-income economy with developed large mining, manufacturing, 
and service sectors. Brazil occupies a place among the top five mineral producers in the world producing 
and marketing more than 90 mineral commodities with revenues in excess of R$250B (US$50B) from more 
than 7,300 companies providing 204Kt direct jobs and 2.25M indirect jobs.  

Brazil is the world’s largest producer of niobium and second largest producer of iron ore according to 
IBRAM - Brazil Country Mining Guide - 2023.   

In 2023 Brazil ranked 29th out of 86 countries in the Fraser Institute Survey of Mining Companies (2023) on 
the ‘Investment Attractiveness Index’, ranking only behind 3 particular states of Argentina in South America. 

1.19.5 Environment and Approval Risk 

The Company is cognisant of the importance of securing and maintaining all regulatory approvals and 
licences required by the mining and environmental regulators across all levels of government, whilst also 
protecting its social licence to operate through active and continuing engagement with key stakeholders 
including the neighbouring landowners and communities where the Project operates.  



 

  1-65 
Section 1  
Executive Summary 

1.19.5.1 Approvals and Land 

Centaurus has received Preliminary License (LP) approval from SEMAS for the Project and the joint LP and 
LI approval for the 230kV transmission line. Approval of the installation licence (LI) for the Project was 
received 7 March 2025 without significant amendment or inclusion of additional conditions. Following 
issue of the Mining License, the Project can proceed. 

Although Brazil has a complex regulatory framework the Project approval process is well defined and 
regulated with clear processes to obtain and maintain development and operations licences. The 
jurisdiction and approval process is divided among municipal, state, and federal (Union) governments. At 
the federal level the main institutions involved directly in the mining sector are the ministry the Ministry of 
Mines and Energy (MME), the National Mining Agency (Agência Nacional de Mineração) (ANM), and the 
Geological Service of Brazil (CPRM).  

1.19.5.2 Environment and Climate 

The Project is subject to laws and regulations concerning the environment. The Project activities will 
impact on the environment. A detailed whole of Project risk assessment was conducted and included in 
the EIA RIMA submitted which had considered all known processing and operational risks together with 
appropriate mitigation strategies and risk mitigation plans that will be incorporated into management plans 
and operational procedures to ensure compliance with the Projects licence to operate. It is Centaurus’ 
intention to conduct its activities to the highest standard of environmental obligation, including compliance 
with all environmental laws to manage its risk profile an As Low As Reasonably Practical (ALARP) level.  

Climate change is a risk that Centaurus has considered, particularly related to its operations in the mining 
industry and the impacts of water supply. The climate change risks particularly attributable to the Project 
include the emergence of new or expanded regulations associated with the transitioning to a lower carbon 
economy and market changes related to climate change mitigation.  

The Project may be impacted by changes to local or international compliance regulations related to climate 
change mitigation efforts, or by specific taxation or penalties for carbon emissions or environmental 
damage. Climate change may cause certain physical and environmental risks that cannot be yet predicted.  

1.19.6 Implementation Risk 

Centaurus has undertaken early engagement with local contractors for the mining and construction of the 
Project and received strong participation during the JVEP phase from potential contractors and Vendors 
for equipment supply.  

Construction costs are based on the current designs; final designs and construction methodology, however, 
these may change as we transition from Australian engineering approach and execution methodology to 
implementation by EPCM in Brazil.  

Mitigation of this will involve the EPCM at an early stage to undertake detailed design adopting Brazilian 
norms and standards and construction methodologies. Opportunities for modularisation, package 
consolidation and competitive contracting will be vigorously pursued to ensure the Project business case 
is achieved. 

Construction efficiencies, installation times, productivity, and consumables were assumed based on 
provisional budgetary quotations along with similar benchmark operations undertaken by Extima. Any 
reduction in efficiency or increased consumables will increase capital and operating costs.  

1.19.6.1 Geotechnical 

Geotechnical studies were conducted as part basic engineering activities across the site to inform the 
designs of the various buildings, dams, and other infrastructure. With the optimisation of the layout 
additional geotechnical studies (drilling, test pitting, etc.) are planned to occur to minimize both technical 
and cost risks during construction. In general, consistent values for permeability, soil type, strata thickness, 
density, and bearing capacity are present throughout the site and will be confirmed by additional 
geotechnical investigation. 
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To date Mining Plus has undertaken a number of tasks to define the scale of a potential underground 
operation including: 

• Assessing mining method options considering the orientation, width and modelled continuity of 
the mineralised zones; geotechnical conditions inferred from the open pit work and target mining 
rates. A long hole stoping method with paste fill has been selected for ongoing work. 

• Defining potentially economic stoping shapes under a 50m pillar below the JVEP open pits. 

• Designing decline, level and vertical development to access the potentially economic stopes. 

• Prepared initial production schedules. 

Access to the resources beneath the Jaguar and Onça open pit designs can be achieved with two separate 
declines, allowing underground mining to occur contemporaneously with open pit mining (Figure 1-27). 

  

Figure 1-27– Jaguar Underground conceptual designs - stopes coloured by diluted Ni grade 

Mining Plus will continue to assess the underground potential with further work required to finalise 
production rates, capital and operating costs and to integrate the underground with the open pit mine 
schedule. This work will include: 

• Review of the MRE and its suitability for underground mine planning 

• Geotechnical analysis of the available data and confirmation of mine design parameters 

• Review of mine access options considering integration with open pit operations 

• Confirmation of mining cost inputs to evaluation of economic stoping blocks 

• Assessment of the appropriate interface (level) between open pit and underground operations 

• Assessment of various production rates 

• Integrating the schedule with open pit mining to determine the possible timing of the 
commencement of underground development 

• Capital cost estimate for mine infrastructure and detailed financial modelling 
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DETAILED TECHNICAL DISCUSSION AND SUPPORTING INFORMATION REQUIRED UNDER ASX LISTING RULES, CHAPTER 5.8 

The Mineral Resource Estimate (MRE) in this announcement was released to the Australian Securities exchange on 5 August 
2024 and summarises the material information used to estimate the Mineral Resource. For additional detail please refer to 
JORC Table 1, Sections 1 to 3 included below. 

DETAILED TECHNICAL DISCUSSION AND SUPPORTING INFORMATION REQUIRED UNDER ASX LISTING RULES, CHAPTER 5.9 

In accordance with the ASX Listing Rule 5.9, the following summary of information material to understanding the reported 
Ore Reserve estimate is provided (for additional detail please refer to JORC Table 1, Section 4 included below): 

Material assumptions - refer to Section 1.18 Financial Analysis of the Jaguar JVEP Study Executive Summary for additional 
information. 

The following tables show the key economic inputs for the Jaguar Project:  

Key Model Assumptions and Ore Reserves  

Assumptions Units Base Case 

Average LOM Exchange Rate US$/BRL 5.30 

Nickel Price (2024 real terms) US$/tonne 19,800 

Nickel Price US$/lb 8.98 

Nickel Payability at Nickel Price % 80 

Corporate tax rate (under SUDAM Program) % 15.25 

Discount Rate (real terms) % 8 

Physicals 

Ore Reserves 52Mt @ 0.78% Ni for 406,100t contained Nickel 

Life of Mine Recovered Nickel  t 284,000 

Average Life-of-mine Recovery to Concentrate % 70 

Concentrate Grade Ni % 30.1 

Key Project Capital and Operating Costs 

Key Cost Information Units JVEP Report 

Pre-Production Development Capital US$M 379.6 

Sustaining and Deferred Capital US$M 182.2 

C1 Cash Costs US$/lb 2.67 

Product Logistics US$/lb 0.26 

Royalties US$/lb 0.41 

By-Product Credits US$/lb (0.08) 

Sustaining and Deferred Capital US$/lb 0.29 

All-in Sustaining Costs (AISC) US$/lb 3.55 
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Explanations of the methodologies used for key economic assumptions are noted: 

• Capital cost estimates for establishment and construction of the process plant and site surface non-processing 
infrastructure were prepared by CPC Engineering Pty Ltd (the Engineer) and Extima Projects Ltda, a Brazilian cost 
estimation solutions company (Extima), following issue of request for pricing (RFP) for major equipment and contractor 
works to a feasibility study level of detail and accuracy. 

• Mine development, transmission line and substation costs and the integrated landform waste facilities capital costs were 
revised based on RFP submissions received from local contractors using the updated site layout and revised mining 
schedule developed as part of the JVEP exercise.  

• Mine operating costs were updated to align to the new mine plans developed as part of this JVEP with pricing sourced 
from Brazilian mining contractors. 

• Operating costs for the processing plant were estimated by Centaurus with inputs from the Engineer to a feasibility study 
level of accuracy. 

• Employee salaries and business services costs have been determined by Centaurus based on current industry 
benchmarks. 

• Logistics costs for concentrate haulage, loading and delivery to customer port were sourced from local and international 
logistics specialists to a feasibility study level of accuracy. 

Criteria for classification - refer to Section 1.5 and 1.6 of the Jaguar Value Engineering Process Executive Summary for 
additional information. 

The Mineral Resource has been classified on the basis of confidence in the geological model, continuity of mineralized zones, 
drilling density, confidence in the underlying database, a combination of search volume and quantity of data used for the 
estimation plus availability of bulk density information. 

Measured Mineral Resources are defined nominally on 20m E x 20m N spaced drilling, Indicated Mineral Resources are 
defined nominally on 50m E x 40m N spaced drilling and Inferred Mineral Resources are defined nominally on 100m E x 40m 
to 100m N with consideration given for the confidence of the continuity of geology and mineralisation.  The Jaguar Mineral 
Resource in part has been classified as Measured and Indicated with the remainder as Inferred according to JORC 2012.  For 
detailed information on the Mineral Resource Estimate please refer to ASX Announcement 5 August 2024. 

The Jaguar and Onça Preta deposits feature multiple steeply dipping mineralised zones of varying widths. To maximize metal 
recovery, a Minable Shape Optimiser (MSO/SO) method was employed to identify mining ore blocks, or Selective Mining 
Units (SMUs), greater than 2 meters, including 0.5m dilution on both the hanging wall and footwall. Any type of material 
within the shape of 2 metres width or greater was coded as ore and these mining blocks were then used to develop a mining 
block model for the optimisation process. Dilution material contained background nickel concentrations and accounts for 
17% of the Reserve. Inventory within the final pit designs has converted 47% of the Measured and Indicated Resource to Ore 
Reserve. Resource not converted to Reserve includes material both outside the economic shells and mineralisation too 
narrow to support a mining ore block 

The metal recoveries are deposit specific life of mine forecasts based on metallurgical test work results received to date, for 
which the average nickel recovery is 70%. 

The open pit designs are based on optimisation shells run for the production of a nickel sulphide concentrate for sale to 
international markets.  A nickel price of $19,800/t was used for the pit optimisations that generated a series of nested pit 
shells.   

The Ore Reserve estimate represents that portion of the mine plan based on Measured and Indicated Mineral Resources 
only.  All material classified as Inferred Mineral Resources was considered waste for the purposes of the Ore Reserve 
estimation. All oxide mineralisation was considered waste.  

The confidence in the modifying factors is considered high based on the following considerations: 

 The mine is in a favourable jurisdiction within the Carajás Mineral Province, close to the city of Tucumã. 

 The mine plan assumes low complexity open cut mining methods that have been successfully implemented at 
various sites within the mining jurisdiction. 

 Mining costs were based on a detailed RFP process involving multiple mining contractors. 

 Processing costs have been built from first principles following receipt of RFPs and reflect metallurgical test work, 
process plant flow sheet and market pricing for reagents, consumables, labour and power. 
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Mining method - refer to Section 1.6 of the Jaguar JVEP Study Executive Summary for additional information. 

The proposed open pit mining method is to blast on 7.5m benches, with 2.5m flitches in ore, using 43t trucks, 70-90t 
excavators and associated ancillary fleet.  Mining costs are based on contract mining and include clearing, topsoil removal, 
drill, blast, load, haul, dewatering and rehabilitation.  

Overall pit slope angles used for the optimisation, including provision for ramps, were 34°(oxide) and 61° (fresh). 

Open pit grade control will be based on sampling from surface RC drilling. Drilling will be on a 12.5 x 10m pattern covering 
30 vertical metres per campaign. 

Drill and blast will use top hammer rigs to drill 114mm diameter holes on a 7.5m bench with bulk emulsion explosives 
(nominally a 70% emulsion 30% ANFO blend) used due to expected wet ground conditions.  

Processing method - refer to Section 1.8 of the Jaguar JVEP Study Executive Summary for additional information. 

To date 27 flotation composites have been selected across all geological domains for testing.  Non-sulphide nickel was found 
to be fixed by zone with no influence of the total nickel grade on the non-sulphide nickel contents of the geological domains. 
All the Jaguar deposits, with the exception of Jaguar West, have a non-sulphide nickel content of 0.13%, Jaguar West with a 
non-sulphide level of 0.22% and Onça Preta with the lowest non sulphide level of 0.09% all aligning with host rock lithology. 

A conventional nickel flotation plant has been selected with a nominal throughput capacity of 3.5Mt/y to produce between 
47,000 and 85,000t/y of nickel sulphide concentrate. The plant will incorporate conventional crushing, milling, flotation and 
dewatering activities with testwork programs demonstrating that nickel sulphide recovery by flotation is feasible. 

From test work, relationships between the ratio of nickel sulphides and total nickel feed grades were developed by domain 
for fresh ore. For any transitional ore identified, a 21% recovery reduction to fresh ore response was applied.  From the test 
work completed, the total nickel recovery of the composites tested average 69.9% when applied to the mining production 
schedule.   

The life of mine concentrate grade is 30.1% Ni with a Fe:MgO ratio of circa 10.4. Based on the grade of copper and cobalt in 
the test work results, in addition to nickel, copper regularly surpasses threshold payable grades and cobalt occasionally.  

Key Project Payables 

Payables  Unit  Average LOM Jaguar Concentrate 
Specification  Payable Criteria  

Ni  %  30.1  73 – 82% > 30%  

Cu  %  1.40  40%-50% ≥ 1%  

Co  %  0.20  25%- 45% ≥ 0.2% - 0.3%  

Deleterious elements such as arsenic, antimony and lead, traditionally viewed as penalty elements in nickel concentrates, 
have been studied in comprehensive concentrate assaying and all these deleterious elements other than zinc have been 
determined not to reach threshold limits. 

The Jaguar concentrate product does contain elevated levels of zinc compared to more traditional nickel concentrates but 
discussion with off takers and potential strategic partners in the battery materials sector has indicated that no penalty is 
likely to be applicable to zinc in the Jaguar concentrate. 

Cut-off grades - refer to Section 1.6 of the Jaguar JVEP Study Executive Summary for additional information. 

Cut-off grades were estimated based on forecast Project operating costs, metallurgical recoveries, royalties, revenue factors 
and corporate objectives. The Ore Reserve was estimated using 0.4% nickel cut-off grade.  

Estimation methodology - refer to Section 1.5 of the Jaguar JVEP Study Executive Summary for additional information. 

For the estimation methodology of the Mineral Resource please refer to ASX Announcement 5 August 2024.  

The Ore Reserve estimate represents the portion of the JVEP Study mine plan based on Measured and Indicated Mineral 
Resources only, in accordance with the recommendations of the JORC code. All material classified as Inferred Mineral Resource 
was set to waste grade for the purposes of the Ore Reserve evaluation. 
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Deposit Classification 
Ore 

Tonnes Ore Grades Contained Metal 

Mt Ni % Cu % Co ppm Ni (t) Cu (t) Co (t) 

Jaguar South 

Proved - - - - - - - 

Probable 19.9 0.83 0.05 186 165,000 9,300 3,700 

Total 19.9 0.83 0.05 186 165,000 9,300 3,700 

Jaguar Central 

Proved 6.9 0.86 0.05 252 59,500 3,700 1,700 

Probable 0.3 0.64 0.03 253 1,700 100 100 

Total 7.2 0.85 0.05 252 61,200 3,800 1,800 

Jaguar North 

Proved - - - - - - - 

Probable 2.9 1.02 0.17 358 29,300 5,000 1,000 

Total 2.9 1.02 0.17 358 29,300 5,000 1,000 

Jaguar Central 
North 

Proved - - - - - - - 

Probable 4.9 0.57 0.03 179 27,900 1,700 900 

Total 4.9 0.57 0.03 179 27,900 1,700 900 

Jaguar Northeast 

Proved - - - - - - - 

Probable 9.5 0.63 0.08 245 59,800 7,600 2,300 

Total 9.5 0.63 0.08 245 59,800 7,600 2,300 

Jaguar West 

Proved - - - - - - - 

Probable 4.6 0.66 0.03 156 29,900 1,200 700 

Total 4.6 0.66 0.03 156 29,900 1,200 700 

Jaguar Deposits 

Proved 6.9 0.86 0.05 252 59,500 3,700 1,700 

Probable 42.1 0.75 0.06 207 313,600 24,800 8,700 

Total 49.0 0.76 0.06 214 373,100 28,600 10,500 

Onca Preta 

Proved 2.9 1.10 0.09 623 32,000 2,500 1,800 

Probable 0.1 0.82 0.08 367 1,000 100 0 

Total 3.0 1.09 0.08 612 33,000 2,600 1,900 

Jaguar Nickel 
Project 

Proved 9.8 0.93 0.06 362 91,500 6,200 3,600 

Probable 42.2 0.75 0.06 208 314,600 24,900 8,800 

Total 52.0 0.78 0.06 237 406,100 31,200 12,300 

Material modifying factors - refer to Sections 1.9 to 1.11 of the Jaguar JVEP Study Executive Summary for additional 
information. 

Environmental Approvals 

In January 2024 first key environmental approval required for the Project, the Preliminary Licence (LP) was granted. On 7 
March 2025 the Installation Licence (LI) was issued by the Environmental Agency SEMAS.   

These licences are an important validation of the Jaguar Project and allow for the formal issue of the Mining Lease to proceed. 

The Company has reasonable grounds to expect that the Mining Lease will eventuate within the anticipated time frame 
required by the mine plan. 

No further licences other than those indicated under the Environmental section are believed to be contingent to Project 
implementation.  

Mining Approvals & Tenure 

The Project is located on a Mining Lease application that covers 2,963.75ha and approved under Brazilian Mining Agency 
(ANM) process number 856.392/1996.  The tenement is 100% owned by Centaurus Niquel Ltda, a Centaurus Metals 
subsidiary. 

In January 2024 the technical approval of the Plan of Economic Assessment (PAE) from the ANM was received, this was an 
important validation of the Jaguar Project and allows for the formal issue of the Mining Lease to proceed.  The technical 
approval of the PAE indicates that all technical requirements have been met in relation to the grant of the Mining Lease as 
well as recognition of the Company’s capacity to implement the Project.  
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Other Government & Social Factors 

The Jaguar Project is located 35km from the local towns of Tucumã and Ourilândia do Norte, with a combined population of 
70,000 people. The workforce will be mainly sourced from the local population that reside in these towns, supplemented by 
experienced external operational and technical staff as required. The social impact of the Project will be positive in providing 
additional job opportunities and training in mining skills. With a peak construction workforce of over 1,000, full-time 
operational personnel of 482 and more than 630 mining contractor employees, the Project will not only provide direct 
employment but will also stimulate the local economies, creating indirect employment and business opportunities. 

Centaurus Metals is in liaison with both government and key stakeholders regarding development of the Project. 

Infrastructure Requirements 

The site of the Project is located within an area developed by the Brazilian Authority for Rural Land Reform (INCRA) to convert 
rural land into settlement, The site is located on land parcel number 3, which was never developed and remained as rural 
land with land tenure belonging to the occupiers of properties.  

Centaurus has secured possession rights to three properties over the Jaguar Project. There is sufficient land within the lease 
area for the establishment and operation of the planned facilities including the Process Plant and Integrated Waste Landform. 
Negotiations are underway to acquire an adjacent property, however Centaurus already has access rights under its Project 
approvals to use this property. 

Power will be sourced though a 38km connection to the 230kV HV national grid which currently feeds Vale’s Onça Puma 
ferronickel plant. Approval was received from the Ministry of Mines and Energy to access the national infrastructure on 16 
October 2023. Environmental approval to construct the Transmission Line and substation was received on 31 January and 1 
February 2024 through the issuance of the Preliminary and Installation Licences (LP and LI). 

Access to site is via sealed national highway to Tucumã and then on Municipal gravel roads to site. The Três Marias and 
Laranjeiras municipal roads and selected bridges, will be upgraded to support Project traffic conditions and to comply with 
local standards.  Municipal permits have been received for this work. 

Process and service water will be sourced from the nearby Igarapé Mogno creek as well as water recovered from mining 
operations and tailings facilities for reuse in processing. Water recovered from Igarapé Mogno will be treated in the reverse 
osmosis (RO) plant to provide potable quality water for drinking and services.  All water requirements have been provided 
for and approved under the environmental permitting process. 

There are no known impediments to construction of all required infrastructure including the process plant and offsite 230kV 
HV transmission line and substation.  

The transport of reagent and diesel fuel into the Project and concentrate product out to port will be carried out by B-Double 
highway trucks that are common in the region.  
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APPENDIX A – Compliance Statements for the Jaguar Project  

The following Tables are provided for compliance with the JORC Code (2012 Edition) requirements for the reporting of Exploration Results, Mineral Resources and Ore Reserves 
at the Jaguar Project. 

SECTION 1 - SAMPLING TECHNIQUES AND DATA 

(Criteria in this section apply to all succeeding sections). 

Criteria JORC Code Explanation Commentary 

Sampling techniques • Nature and quality of sampling (eg cut channels, random 
chips, or specific specialised industry standard 
measurement tools appropriate to the minerals under 
investigation, such as down hole gamma sondes, or 
handheld XRF instruments, etc). These examples should not 
be taken as limiting the broad meaning of sampling. 

• Include reference to measures taken to ensure sample 
representivity and the appropriate calibration of any 
measurement tools or systems used. 

• Aspects of the determination of mineralisation that are 
Material to the Public Report. 

• In cases where ‘industry standard’ work has been done this 
would be relatively simple (eg ‘reverse circulation drilling 
was used to obtain 1 m samples from which 3 kg was 
pulverised to produce a 30 g charge for fire assay’). In other 
cases, more explanation may be required, such as where 
there is coarse gold that has inherent sampling problems. 
Unusual commodities or mineralisation types (eg 
submarine nodules) may warrant disclosure of detailed 
information. 

• Historical soil sampling was completed by Vale. Samples were taken at 50m intervals along 200m spaced 
north-south grid lines.  

• Surface material was first removed, and sample holes were dug to roughly 20cm depth. A 5kg sample was 
taken from the subsoil. The sample was placed in a plastic sample bag with a sample tag before being sent 
to the lab.  

• Surface rock chip/soil samples were collected from in situ outcrops and rolled boulders and submitted for 
chemical analysis. 

• The historical drilling is all diamond drilling. Drill sections are spaced 100m apart and generally there is 50 
to 100m spacing between drill holes on sections. Core was cut and ¼ core sampled and sent to 
commercial laboratories for physical preparation and chemical assay.  

• At the laboratories, samples were dried (up to 105°C), crushed to 95% less than 4mm, homogenized, split 
and pulverized to 0.105mm. A pulverized aliquot was separated for analytical procedure.  

• Sample length along core varies between 0.3 to 4.0m, with an average of 1.48m; sampling was done 
according to lithological contacts and generally by 1m intervals within the alteration zones and 2m 
intervals along waste rock. 

• Drilling was completed on spacing of 100m x 50m or 50m x 50m. Sample length along core varies between 
0.5 to 1.5m. Core is cut and ¼ core sampled and sent to accredited independent laboratory (ALS). 

• For metallurgical test work continuous downhole composites were selected to represent the metallurgical 
domain and both ¼ core and full core is sampled and sent to ALS Metallurgy, Balcatta, Perth. 

• Samples from RC drilling are split to make 3-5kg samples.  The sample is placed in a plastic sample bag 
with a sample tag before being sent to the laboratory. 

Drilling techniques • Drill type (eg core, reverse circulation, open-hole hammer, 
rotary air blast, auger, Bangka, sonic, etc) and details (eg 
core diameter, triple or standard tube, depth of diamond 
tails, face-sampling bit or other type, whether core is 
oriented and if so, by what method, etc). 

• Historical drilling was carried out between 2006 to 2010 by multiple drilling companies (Rede and Geosol), 
using wire-line hydraulic diamond rigs, drilling NQ and HQ core.  

• Vale drilled 173 drill holes for a total of 58,025m of drilling in the resource area. All drill holes were drilled 
at 55⁰-60⁰ towards either 180⁰ or 360⁰.  

• 838 Centaurus drill holes (621 diamond for 154,023m and 217 RC for 34,553m) for a total of 188,576m of 
drilling on the Project. Most drill holes were drilled at 55⁰-75⁰ towards either 180⁰ or 360⁰. 

• Drilling is a combination of HQ and NQ2 core (Servdrill).  
• The RC drilling was completed by Geosenda Sondagem using a face sampling hammer (4.5”). Sample is 

collected from the sample cyclone in large plastic sample bags. Samples are then split either by riffle 
splitters or manually (fish bone method) where there is high moisture content.  

• All RC holes were sampled on 1m intervals. Sample size, sample recovery estimate and conditions were 
recorded.   



AUSTRALIAN SECURITIES EXCHANGE ANNOUNCEMENT 
& MEDIA RELEASE 

 

Criteria JORC Code Explanation Commentary 

Drill sample recovery • Method of recording and assessing core and chip sample 
recoveries and results assessed. 

• Measures taken to maximise sample recovery and ensure 
representative nature of the samples. 

• Whether a relationship exists between sample recovery 
and grade and whether sample bias may have occurred due 
to preferential loss/gain of fine/coarse material. 

• Diamond Drilling recovery rates were calculated at each drilling run.  
• For all diamond drilling, core recoveries were logged and recorded in the database for all historical and 

current diamond holes. To date overall recoveries are >98% and there are no core loss issues or significant 
sample recovery problems. 

• To ensure adequate sample recovery and representativity a Centaurus geologist or field technician was 
present during drilling and monitors the sampling process. 

• No relationship between sample recovery and grade has been demonstrated. No bias to material size has 
been demonstrated. 

• RC sample weights are taken for all samples and a recovery estimate are made where the sample is not 
wet. Where the sample is wet a visual estimate of the sample recovery is made. The estimated recovery is 
approximately 90%, which is considered acceptable for the deposit type. 

• To ensure the representative nature of the sample, the cyclone and sample hoses are cleaned after each 
metre of drilling, the rig has two cyclones to facilitate the process. Additionally, extra care is taken when 
drilling through the water table or other zones of difficult ground conditions.   

• No quantitative twinned drilling analysis has been undertaken at the Project to date. 

Logging • Whether core and chip samples have been geologically and 
geotechnically logged to a level of detail to support 
appropriate Mineral Resource estimation, mining studies 
and metallurgical studies. 

• Whether logging is qualitative or quantitative in nature. 
Core (or costean, channel, etc) photography. 

• The total length and percentage of the relevant 
intersections logged. 

• Historical outcrop and soil sample points were registered and logged in the Vale geological mapping point 
database. 

• All drill holes have been logged geologically and geotechnically by Vale or Centaurus geologists. 
• Drill samples are logged for lithology, weathering, structure, mineralisation and alteration among other 

features. Logging is carried out to industry standard and is audited by Centaurus CP. 
• Logging for drilling is qualitative and quantitative in nature. 
• All historical and new diamond core has been photographed. 
• Geologists complete a visual log of the RC samples on 1m intervals at the time of drilling. Logging captures 

colour, rock-type, mineralogy, alteration and mineralisation style. Logging is both qualitative and 
quantitative.  

• Chip trays have been collected, photographed and stored for all drill holes to-date. 
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Criteria JORC Code Explanation Commentary 

Sub-sampling 
techniques and sample 
preparation 

• If core, whether cut or sawn and whether quarter, half or 
all core taken. 

• If non-core, whether riffled, tube sampled, rotary split, etc 
and whether sampled wet or dry. 

• For all sample types, the nature, quality and 
appropriateness of the sample preparation technique. 

• Quality control procedures adopted for all sub-sampling 
stages to maximise representivity of samples. 

• Measures taken to ensure that the sampling is 
representative of the in-situ material collected, including 
for instance results for field duplicate/second-half 
sampling. 

• Whether sample sizes are appropriate to the grain size of 
the material being sampled. 

• Diamond Core (HQ/NQ2) was cut using a core saw, ¼ core was sampled. Sample length along core varies 
between 0.3 to 4.0m, with an average of 1.48m; sampling was done according to lithological contacts and 
generally by 1m intervals within the alteration zones and 2m intervals along the waste rock. 

• There is no non-core sample within the historical drill database. 
• For RC sampling 1m samples are taken from the cyclone and then split by riffle splitter (if dry) or manually 

(if wet) using the fish-bone technique. Sample weight is between 3-5kg. 
• QAQC: Standards (multiple standards are used on a rotating basis) are inserted every 20 samples. Blanks 

have been inserted every 20 samples. Field duplicates are completed every 30 samples. Additionally, 
there are laboratory standards and duplicates that have been inserted. 

• Centaurus has adopted the same sampling QAQC procedures which are in line with industry standards 
and Centaurus’s current operating procedures. 

• Sample sizes are appropriate for the nature of the mineralisation.   
• All historical geological samples were received and prepared by SGS Geosol or ALS Laboratories as 0.5-

5.0kg samples. They were dried at 105°C until the sample was completely dry (6-12hrs), crushed to 90% 
passing 4mm and reduced to 400g. The samples were pulverised to 95% passing 150µm and split further 
to 50g aliquots for chemical analysis. 

• New samples are being sent to ALS Laboratories. The samples are dried, crushed and pulverised to 85% 
passing 75µm and split further to 250g aliquots for chemical analysis. 

• During the preparation process grain size control was completed by the laboratories (1 per 20 samples). 
• Metallurgical samples are crushed to 3.35mm and homogenised. Samples are then split to 1kg sub-

samples. Sub-samples are ground to specific sizes fractions (53-106µm) for flotation test work. 

Quality of assay data 
and laboratory tests 

• The nature, quality and appropriateness of the assaying 
and laboratory procedures used and whether the 
technique is considered partial or total. 

• For geophysical tools, spectrometers, handheld XRF 
instruments, etc, the parameters used in determining the 
analysis including instrument make and model, reading 
times, calibrations factors applied and their derivation, etc. 

• Nature of quality control procedures adopted (eg 
standards, blanks, duplicates, external laboratory checks) 
and whether acceptable levels of accuracy (ie lack of bias) 
and precision have been established. 

• Chemical analysis for drill core and soil samples was completed by multi element using Inductively 
Coupled Plasma ICPAES (multi-acid digestion); ore grade analysis was completed with Atomic Absorption 
(multi-acid digestion); sulphur analysis was completed with Leco, and Au and PGEs completed via Fire 
Assay. 

• New samples are being analysed for 48 elements by multi element using ME-MS61 (multi-acid digestion) 
at ALS Laboratories; ore grade analysis was completed with ICP-AES (multi-acid digestion); sulphur 
analysis was completed with Leco, and Au and PGEs completed via Fire Assay. 

• ALS Laboratories insert their own standards at set frequencies and monitor the precision of the analysis. 
The results reported are well within the specified standard deviations of the mean grades for the main 
elements. Additionally, ALS perform repeat analyses of sample pulps at a rate of 1:20 (5% of all samples). 
These compare very closely with the original analysis for all elements.  

• Vale inserted standard samples every 20 samples (representing 5%). Mean grades of the standard 
samples are well within the specified 2 standard deviations. 

• All laboratory procedures are in line with industry standards. Analysis of field duplicates and lab pulp 
duplicates have returned an average correlation coefficient of over 0.98 confirming that the precision of 
the samples is within acceptable limits. 

• Vale QAQC procedures and results are to industry standard and are of acceptable quality. 
• All metallurgical chemical analysis is completed by ALS laboratories using a combination of Fusion XRF, 4-

Acid digest followed by ICP-MS/AES, Specific Ion electrode and volumetric analyses. 
Criteria JORC Code Explanation Commentary 
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Verification of sampling 
and assaying 

• The verification of significant intersections by either 
independent or alternative company personnel. 

• The use of twinned holes. 
• Documentation of primary data, data entry procedures, 

data verification, data storage (physical and electronic) 
protocols. 

• Discuss any adjustment to assay data. 

• All historical samples were collected by Vale field geologists. All assay results were verified by alternative 
Vale personnel. The Centaurus CP has verified the historical significant intersections. 

• Centaurus Exploration Manager and Senior Geologist verify all new results and visually confirm significant 
intersections. 

• Twin holes have been completed of both historical drilling and DD/RC drilling. There is good correlation 
between both drilling campaigns and sample bases. 

• All primary data is now stored in the Centaurus Exploration office in Brazil. All new data is collected on 
Logchief software, validated and then sent to independent database administrator (MRG) for storage 
(DataShed).  

• No adjustments have been made to the assay data. 

Location of data points • Accuracy and quality of surveys used to locate drill holes 
(collar and down-hole surveys), trenches, mine workings 
and other locations used in Mineral Resource estimation. 

• Specification of the grid system used. 
• Quality and adequacy of topographic control. 

• All historical collars were picked up using DGPS or Total Station units. Centaurus has checked multiple 
collars in the field and has confirmed their location. All field sample and mapping points were collected 
using a Garmin handheld GPS. 

• An aerial survey was completed by Engemec Topografia and has produced a detailed surface DTM at 
(1:1000 scale). 

• The survey grid system used is SAD-69 22S. This is in line with Brazilian Mines Department requirements. 
• New drill holes are sighted with handheld GPS and after completion are picked-up by an independent 

survey consultant periodically. Downhole survey for all the historical drill holes and Centaurus hole up to 
JAG-DD-19-012 used Maxibor equipment. All new drill holes are being downhole surveyed using a Reflex 
digital down-hole tool, with readings every metre. 

Data spacing and 
distribution 

• Data spacing for reporting of Exploration Results. 
• Whether the data spacing and distribution is sufficient to 

establish the degree of geological and grade continuity 
appropriate for the Mineral Resource and Ore Reserve 
estimation procedure(s) and classifications applied. 

• Whether sample compositing has been applied. 

• Soil samples were collected on 40m spacing on section with distance between sections of 200m and 400m 
depending on location. 

• Sample spacing was deemed appropriate for geochemical studies.  
• The historical drilling is all diamond drilling. Drill sections are spaced 100m x 50m or 50m x 50m apart and 

generally there is 50 to 100m spacing between drill holes on sections. 
• No sample compositing was applied to the drilling. 
• Metallurgical samples to date have been taken from Jaguar South, Jaguar Central, Jaguar North, Jaguar 

Northeast, Jaguar Central North and Onça Preta.   

Orientation of data in 
relation to geological 
structure 

• Whether the orientation of sampling achieves unbiased 
sampling of possible structures and the extent to which this 
is known, considering the deposit type. 

• If the relationship between the drilling orientation and the 
orientation of key mineralised structures is considered to 
have introduced a sampling bias, this should be assessed 
and reported if material. 

• Historical drilling was oriented at 55⁰-60⁰ to either 180⁰ or 360⁰. This orientation is generally 
perpendicular to the main geological sequence along which broad scale mineralisation exists. 

• Mineralisation is sub-vertical; the majority of the drilling is at low angle (55-60⁰) in order to achieve 
intersections at the most optimal angle. 

Sample security • The measures taken to ensure sample security. • All historical and current samples are placed in pre-numbered plastic sample bags and then a sample 
ticket was placed within the bag as a check. Bags are sealed and then transported by courier to the ALS 
laboratories in Vespasiano, MG. 

• All remnant Vale diamond core has now been relocated to the Company’s own core storage facility in 
Tucumã, PA.  

Audits or reviews • The results of any audits or reviews of sampling techniques 
and data. 

• The Company is not aware of any audit or review that has been conducted on the Project to date. 

SECTION 2 - REPORTING OF EXPLORATION RESULTS 
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(Criteria listed in the preceding Section also apply to this section). 
Criteria JORC Code Explanation Commentary 

Mineral tenement and 
land tenure status 

• Type, reference name/number, location and ownership 
including agreements or material issues with third parties 
such as joint ventures, partnerships, overriding royalties, 
native title interests, historical sites, wilderness or national 
park and environmental settings. 

• The security of the tenure held at the time of reporting along 
with any known impediments to obtaining a licence to 
operate in the area. 

• The Jaguar Project includes one exploration licence (856.392/1996) for a total of circa 30km2. A Mining 
Lease Application has been lodged that allows for ongoing exploration and project development ahead 
of project implementation.   

• The tenement is part of a Sale & Purchase Agreement (SPA) with Vale SA. One final deferred 
consideration payment totalling US$5.0M (on commencement of commercial production) and a 
production royalty (2.0% on a nickel concentrate product) are to follow. Centaurus has taken on the 
original obligation of Vale to BNDES for 1.8% Net Operating Revenue royalty. 

• Mining projects in Brazil are subject to a CFEM royalty, a government royalty of 2% on base metal 
revenue.  

• Landowner royalty is 50% of the CFEM royalty. 
• Centaurus has secured possession rights to three properties over the Jaguar Project. The agreements 

remove exposure to the landowner royalty over the properties secured. 
• The Project is covered by a mix of cleared farmland and natural vegetation.  
• The Project is not located within any environmental protection zones and exploration and mining is 

permitted with appropriate environmental licences. 
• The environmental impact assessment has been approved by the Pará state environmental agency, 

Semas, and the key Preliminary Licence (LP) has been issued. 
Exploration done by 
other parties 

• Acknowledgment and appraisal of exploration by other 
parties. 

• Historically the Jaguar Project was explored for nickel sulphides by Vale from 2005 to 2010. 

Geology • Deposit type, geological setting and style of mineralisation. • Jaguar Nickel Sulphide is a hydrothermal nickel sulphide deposit located near Tucumã in the Carajás 
Mineral Province of Brazil. 

• Jaguar is located at the intersection of the WSW-trending Canaã Fault and the ENE-trending McCandless 
Fault, immediately south of the NeoArchean Puma Layered Mafic-Ultramafic Complex. 

• Iron rich fluids were drawn up the mylonite zone causing alteration of the host felsic volcanic and 
granite units and generating hydrothermal mineral assemblage. Late-stage brittle-ductile conditions 
triggered renewed hydrothermal fluid ingress and resulted in local formation of high-grade nickel 
sulphide zones within the mylonite and as tabular bodies within the granite. 

Drill hole Information • A summary of all information material to the understanding 
of the exploration results including a tabulation of the 
following information for all Material drill holes: 

o easting and northing of the drill hole collar 
o elevation or RL (Reduced Level – elevation above 

sea level in metres) of the drill hole collar 
o dip and azimuth of the hole 
o down hole length and interception depth 
o hole length. 

• If the exclusion of this information is justified on the basis 
that the information is not Material and this exclusion does 
not detract from the understanding of the report, the 
Competent Person should clearly explain why this is the case. 

• Refer to previous ASX Announcements for significant intersections from Centaurus drilling.  
• Refer to ASX Announcement of 6 August 2019 for significant intersections from historical drilling.  

Data aggregation • In reporting Exploration Results, weighting averaging • Continuous sample intervals are calculated via weighted average using a 0.3 % Ni cut-off grade with 2m 
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Criteria JORC Code Explanation Commentary 
methods techniques, maximum and/or minimum grade truncations (eg 

cutting of high grades) and cut-off grades are usually Material 
and should be stated. 

• Where aggregate intercepts incorporate short lengths of 
high-grade results and longer lengths of low-grade results, 
the procedure used for such aggregation should be stated 
and some typical examples of such aggregations should be 
shown in detail. 

• The assumptions used for any reporting of metal equivalent 
values should be clearly stated. 

minimum intercept width.  
• There are no metal equivalents reported. 

Relationship between 
mineralisation widths 
and intercept lengths 

• These relationships are particularly important in the 
reporting of Exploration Results. 

• If the geometry of the mineralisation with respect to the drill 
hole angle is known, its nature should be reported. 

• If it is not known and only the down hole lengths are 
reported, there should be a clear statement to this effect (eg 
‘down hole length, true width not known’). 

• Mineralisation is sub-vertical; the majority of the drilling is at low angle (55-60⁰) in order to achieve 
intersections at the most optimal angle. 

• The historical drilling results in ASX Announcement 6 August 2019 reflect individual down hole sample 
intervals and no mineralised widths were assumed or stated. 

Diagrams • Appropriate maps and sections (with scales) and tabulations 
of intercepts should be included for any significant discovery 
being reported. These should include, but not be limited to a 
plan view of drill hole collar locations and appropriate 
sectional views. 

• Refer to previous ASX Announcements for maps and sections from Centaurus drilling included in the 
resource estimate. 

Balanced reporting • Where comprehensive reporting of all Exploration Results is 
not practicable, representative reporting of both low and 
high grades and/or widths should be practiced to avoid 
misleading reporting of Exploration Results. 

• All exploration results received by the Company to date are included in this or previous releases to the 
ASX. 

Other substantive 
exploration data 

• Other exploration data, if meaningful and material, should be 
reported including (but not limited to): geological 
observations; geophysical survey results; geochemical survey 
results; bulk samples – size and method of treatment; 
metallurgical test results; bulk density, groundwater, 
geotechnical and rock characteristics; potential deleterious or 
contaminating substances. 

• The Company has conducted DHEM and FLEM surveys and has received geophysical data from Vale was 
processed by independent consultant Southern Geoscience. Refer to ASX Announcements for 
geophysical information. 

• All meaningful data relating to the Mineral Resource and exploration drilling has been reported. 

Further work • The nature and scale of planned further work (eg tests for 
lateral extensions or depth extensions or large-scale step-out 
drilling). 

• Diagrams clearly highlighting the areas of possible 
extensions, including the main geological interpretations and 
future drilling areas, provided this information is not 
commercially sensitive. 

• No further drilling is currently planned for the Jaguar Nickel Project. 
• Diagrams in the main body of this document show the areas of possible extensions of the 

mineralisation. 
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SECTION 3 - ESTIMATION AND REPORTING OF MINERAL RESOURCES 
(Criteria listed in Section 1, and where relevant in Section 2, also apply to this Section.) 

Criteria JORC Code Explanation Commentary 

Database integrity • Measures taken to ensure that data has not been corrupted 
by, for example, transcription or keying errors, between its 
initial collection and its use for Mineral Resource estimation 
purposes. 

• Data validation procedures used. 

• The drilling database was originally held by Vale and received from them as csv exports.    
• The drilling data have been imported into a relational SQL server database using DatashedTM (Industry 

standard drill hole database management software) by Mitchell River Group (MRG). 
• All the available drilling data has been imported into 3D mining and modelling software packages 

(SurpacTM and LeapfrogTM), which allow visual interrogation of the data integrity and continuity.  All the 
resource interpretations have been carried out using these software packages. During the interpretation 
process it is possible to highlight drilling data that does not conform to the geological interpretation for 
further validation. 

• Data validation checks were completed on import to the SQL database. 
• Data validation has been carried out by visually checking the positions and orientations of drill holes.   

Site visits • Comment on any site visits undertaken by the Competent 
Person and the outcome of those visits. 

• If no site visits have been undertaken indicate why this is the 
case. 

• The Competent Person responsible for Sampling Techniques and Data and Exploration Results, Mr Roger 
Fitzhardinge, has visited the site multiple times and overseen exploration activity and assumes 
responsibility for the sampling and data management procedures.  

• The Competent Person responsible for the Mineral Resource Estimate (MRE), Mr Lauritz Barnes, visited 
site in September 2023 

Geological 
interpretation 

• Confidence in (or conversely, the uncertainty of) the 
geological interpretation of the mineral deposit. 

• Nature of the data used and of any assumptions made. 
• The effect, if any, of alternative interpretations on Mineral 

Resource estimation. 
• The use of geology in guiding and controlling Mineral 

Resource estimation. 
• The factors affecting continuity both of grade and geology. 

• Sufficient drilling has been conducted to reasonably interpret the geology and the mineralisation. The 
mineralisation is traceable between multiple drill holes and drill sections. 

• Interpretation of the deposit was based on the current understanding of the deposit geology. Centaurus 
field geologist supplied an interpretation that was validated and revised by the independent resource 
geologist.  

• Drill hole data, including assays, geological logging, structural logging, lithochemistry, core photos and 
geophysics have been used to guide the geological interpretation. 

• Extrapolation of mineralisation beyond the deepest drilling has been assumed up to a maximum of 
100m where the mineralisation is open. 

• Alternative interpretations could materially impact on the Mineral Resource estimate on a local, but not 
global basis. No alternative interpretations were adopted at this stage of the project. 

• Geological logging in conjunction with assays has been used to interpret the mineralisation. The 
interpretation honoured modelled fault planes and interpretation of the main geological structures.  

• Mineralisation at Jaguar occurs as veins and breccia bodies set in extensively altered and sheared host 
rocks. Continuity of the alteration and sulphide mineralisation zones is good, continuity of local zones of 
semi-massive to massive sulphide is not always apparent. 

• Mineralisation at the Onça Preta and Onça Rosa deposits plus the Tigre and Twister deposits 
predominantly form tabular semi-continuous to continuous bodies both along strike and down dip. 

• Post-mineralisation faulting may offset mineralisation at a smaller scale than that which can be reliably 
modelled using the current drill hole data.  
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Criteria JORC Code Explanation Commentary 

Dimensions • The extent and variability of the Mineral Resource expressed 
as length (along strike or otherwise), plan width, and depth 
below surface to the upper and lower limits of the Mineral 
Resource. 

• Jaguar South (primary mineralisation) covers an area of 1,350m strike length by 400m wide by 900m 
deep in strike length trending ESE-WNW.  Individual domains dip sub-vertically with widths ranging from 
a few metres up to 20-30m thick. 

• Jaguar Central (primary mineralisation) covers an area of 1,000m strike length by 250m wide by 420m 
deep trending ESE-WNW.  Individual domains dip sub-vertically with widths up to 20-30m. 

• Jaguar North (primary mineralisation) has a strike length of 600m by up to 25m wide by 300m deep, 
trending SE-NW. 

• Jaguar Central North (primary mineralisation) covers an area of 720m strike length by 100m wide by 
500m deep, trending E-W.  Individual domains dip sub-vertically with widths up to 20-30m. 

• Jaguar Northeast (primary mineralisation) covers an area of 1,300m strike length by 300m wide by 
550m deep, trending ESE-WNW.  Individual domains dip sub-vertically with widths up to 10-15m. 

• Jaguar West (primary mineralisation) has a strike length of 850m by up to 80m wide by 350m deep, 
trending E-W.  Individual domains dip sub-vertically with widths up to 10m. 

• Leão East (primary mineralisation) has a strike length of 275m by up to 10m wide by 130m deep, 
trending ESE-WNW. 

• Onça Preta (primary mineralisation) has a strike length of 450m by up to 15m wide by 1,200m deep, 
trending E-W. 

• Onça Rosa (primary mineralisation) has a strike length of 650m by up to 10m wide by 400m deep, 
trending ESE-WNW 

• Tigre (primary mineralisation) has a strike length of 500m by up to 10m wide by 250m deep, trending 
ESE-WNW. 

• Twister (primary mineralisation) has a strike length of 400m by up to 10m wide by 200m deep, trending 
ESE-WNW. 

Estimation and 
modelling techniques 

• The nature and appropriateness of the estimation 
technique(s) applied and key assumptions, including 
treatment of extreme grade values, domaining, interpolation 
parameters and maximum distance of extrapolation from 
data points. If a computer assisted estimation method was 
chosen include a description of computer software and 
parameters used. 

• The availability of check estimates, previous estimates and/or 
mine production records and whether the Mineral Resource 
estimate takes appropriate account of such data. 

• The assumptions made regarding recovery of by-products. 
• Estimation of deleterious elements or other non-grade 

variables of economic significance (eg sulphur for acid mine 
drainage characterisation). 

• In the case of block model interpolation, the block size in 
relation to the average sample spacing and the search 
employed. 

• Any assumptions behind modelling of selective mining units. 
• Any assumptions about correlation between variables. 

• Grade estimation using Ordinary Kriging (OK) was completed using Geovia Surpac™ software for Ni, Cu, 
Co, Fe, Mg, Zn and S. 

• Drill hole samples were flagged with wire framed domain codes. Sample data were composited to 1m 
using a using fixed length option and a low percentage inclusion threshold to include all samples. Most 
samples (70%) are around 1m intervals in the raw assay data. 

• Top-cuts were decided by completing an outlier analysis using a combination of methods including 
grade histograms, log probability plots and other statistical tools. Based on this statistical analysis of the 
data population, top-cuts were applied for Ni to Domains 37 (4.0%) & 121 (8.0%).   

• Directional variograms were modelled by domain using traditional variograms. Nugget values are low to 
moderate (around 15-25%) and structure ranges up to 200 in the primary zones.  Variograms for 
domains with lesser numbers of samples were poorly formed and hence variography was applied from 
the higher sampled domains. 

• Block model was constructed with parent blocks for 10m (E) by 2m (N) by 10m (RL). All estimation was 
completed to the parent cell size. 

• Three estimation passes were used.  The first pass had a limit of 75m, the second pass 150m and the 
third pass searching a large distance to fill the blocks within the wire framed zones. Each pass used a 
maximum of 12 samples, a minimum of 6 samples and maximum per hole of 4 samples.  

• Search ellipses used dynamic anisotropy on a block-by-block basis for all domain, with the ellipses 
aligned following the changing strike and dip of the domain. Hard boundaries were applied between all 
estimation domains. 
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Criteria JORC Code Explanation Commentary 

Estimation and 
modelling techniques 
(cont.) 

• Description of how the geological interpretation was used to 
control the resource estimates. 

• Discussion of basis for using or not using grade cutting or 
capping. 

• The process of validation, the checking process used, the 
comparison of model data to drill hole data, and use of 
reconciliation data if available. 

• Validation of the block model included a volumetric comparison of the resource wireframes to the block 
model volumes. Validation of the grade estimate included comparison of block model grades to the 
declustered input composite grades plus swath plot comparison by easting and elevation. Visual 
comparisons of input composite grades vs. block model grades were also completed. 

Moisture • Whether the tonnages are estimated on a dry basis or with 
natural moisture, and the method of determination of the 
moisture content. 

• The tonnages were estimated on an in-situ dry bulk density basis which includes natural moisture. 
Moisture content was not estimated but is assumed to be low as the core is not visibly porous. 

Cut-off parameters • The basis of the adopted cut-off grade(s) or quality 
parameters applied. 

• Potential mining methods include a combination of open pit and underground.  The Jaguar MRE has 
been reported within a pit shell using modifying factors from the July 2024 Jaguar Feasibility Study and a 
metal price of US$26,000/t Ni and 76% payability for a nickel concentrate product. 

• Within the pit, a 0.3% Ni cut-off grade has been maintained. A 0.7% Ni cut-off grade has been used for 
resources below the pit shell reflective of the cut-off grade that was determined for the underground 
operations developed in the May 2021 Scoping Study. 

Mining factors or 
assumptions 

• Assumptions made regarding possible mining methods, 
minimum mining dimensions and internal (or, if applicable, 
external) mining dilution. It is always necessary as part of the 
process of determining reasonable prospects for eventual 
economic extraction to consider potential mining methods, 
but the assumptions made regarding mining methods and 
parameters when estimating Mineral Resources may not 
always be rigorous. Where this is the case, this should be 
reported with an explanation of the basis of the mining 
assumptions made. 

• It is assumed that the Jaguar deposits will be mined by a combination of open pit and underground 
mining methods.  

• Conceptual pit optimisation studies have been completed by Mining Plus to ensure that there are 
reasonable prospects for the eventual economic extraction of the mineralisation by these methods.  

• Input parameters were from the Jaguar July 2024 Feasibility Study and have been benchmarked against 
similar base-metal operations in Brazil and Australia. 

Metallurgical factors or 
assumptions 

• The basis for assumptions or predictions regarding 
metallurgical amenability. It is always necessary as part of the 
process of determining reasonable prospects for eventual 
economic extraction to consider potential metallurgical 
methods, but the assumptions regarding metallurgical 
treatment processes and parameters made when reporting 
Mineral Resources may not always be rigorous. Where this is 
the case, this should be reported with an explanation of the 
basis of the metallurgical assumptions made. 

• Metallurgical test work has been undertaken on multiple composite samples sourced from the Jaguar 
South, Jaguar Central, Jaguar West, Jaguar North, Jaguar Central North, Jaguar Northeast, Onça Rosa 
and Onça Preta deposits. Material selection for test work was focused on providing a good spatial 
representation of mineralisation for the deposits to date. 

• Bench scale test work to date has demonstrated that a conventional crushing, grinding and flotation 
circuit will produce life of mine nickel concentrate grades of 15-34% and nickel recoveries of 70-75%. A 
pilot test completed in January 2025 demonstrated a 34% Ni concentrate can be made with a recovery 
of 70%. 

• See ASX Announcements of 18 February 2020, 17 March 2020, 31 March 2020, 8 December 2021 and 21 
January 2025 for metallurgical test results. 
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Criteria JORC Code Explanation Commentary 

Environmental factors 
or assumptions 

• Assumptions made regarding possible waste and process 
residue disposal options. It is always necessary as part of the 
process of determining reasonable prospects for eventual 
economic extraction to consider the potential environmental 
impacts of the mining and processing operation. While at this 
stage the determination of potential environmental impacts, 
particularly for a greenfields project, may not always be well 
advanced, the status of early consideration of these potential 
environmental impacts should be reported. Where these 
aspects have not been considered this should be reported 
with an explanation of the environmental assumptions made. 

• Tailings analysis and acid drainages tests have been completed which underpin the preliminary tailing 
storage facility design (TSF), which is in progress. 

• Waste rock will be stockpiled into waste dumps adjacent to the mining operation.  
• The TSF and waste dumps will include containment requirements for the management of contaminated 

waters and sediment generation in line with Brazilian environmental regulations. 

Bulk density • Whether assumed or determined. If assumed, the basis for 
the assumptions. If determined, the method used, whether 
wet or dry, the frequency of the measurements, the nature, 
size and representativeness of the samples. 

• The bulk density for bulk material must have been measured 
by methods that adequately account for void spaces (vugs, 
porosity, etc), moisture and differences between rock and 
alteration zones within the deposit. 

• Discuss assumptions for bulk density estimates used in the 
evaluation process of the different materials. 

• Bulk densities measurements were completed in two stages. Firstly, measurements were determined on 
15 to 30 cm drill core pieces every 1m in ore and every 10m in waste. The second stage the density 
sample interval was the same as the resource assay interval. The second stage density is given priority. 

• On the historical drilling the bulk densities were determined on drill core of the resource assay interval. 
• Bulk density determinations adopted the weight in air /weight in water method using a suspended or 

hanging scale. 
• The mineralized material is not porous, nor is the waste rock. 
• A total of 64,840 bulk density measurements have been completed. 
• Of these, 13,032 were included in the analysis and are within the defined mineralised domains – and 

12,857 are from fresh or transitional material leaving 175 measurements from saprolite or oxide 
material. 

• Oxide and saprolite material are excluded from the reported resource. 
• Fresh and transitional measurements from within the mineralised domains were analysed statistically 

by domain and depth from surface and compared to Ni, Fe and S.  A reasonable correlation was defined 
against Fe due to the magnetite in the system. 

• The bulk density values assigned to the mineralised domains by oxidation were as follows: 
 Oxide: 2.0 
 Saprolite:  2.0 
 Transition and Fresh: by regression against combined estimated Ni+Cu+Co+Fe+S+Zn (all as %) 

using: 
o Jaguar South:  BD = (NiCuCoFeSZn * (0.0231)) + 2.6588 
o Jaguar Central:  BD = (NiCuCoFeSZn * (0.0204)) + 2.6734 
o Jaguar Central-(Domain 60):  BD = (NiCuCoFeSZn * (0.0227)) + 2.7300 
o Jaguar West:  BD = (NiCuCoFeSZn * (0.0252)) + 2.6538 
o Jaguar Central North:  BD = (NiCuCoFeSZn * (0.0245)) + 2.6779 
o Jaguar North-east:  BD = (NiCuCoFeSZn * (0.0248)) + 2.6189 
o Jaguar North:  BD = (NiCuCoFeSZn * (0.0220)) + 2.7442 
o Jaguar Leão East:  BD = (NiCuCoFeSZn * (0.0226)) + 2.7974 
o Onça Preta:  BD = ((NiCuCoFeSZn)2 * (0.000107)) + ((NiCuCoFeSZn) * (0.022035)) + 2.6200 
o Onça Rosa:  BD = (NiCuCoFeSZn * (0.0249)) + 2.4615 
o Tigre:  BD = (NiCuCoFeSZn *(0.0287)) + 2.3421 
o Twister:  BD = (NiCuCoFeSZn *(0.0288)) + 2.6281 
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Criteria JORC Code Explanation Commentary 

Classification • The basis for the classification of the Mineral Resources into 
varying confidence categories. 

• Whether appropriate account has been taken of all relevant 
factors (ie relative confidence in tonnage/grade estimations, 
reliability of input data, confidence in continuity of geology 
and metal values, quality, quantity and distribution of the 
data). 

• Whether the result appropriately reflects the Competent 
Person’s view of the deposit. 

• The Mineral Resource has been classified on the basis of confidence in the geological model, continuity 
of mineralised zones, drilling density, confidence in the underlying database, a combination of search 
volume and number of data used for the estimation plus availability of bulk density information. 

• Measured Mineral Resources are defined nominally on 20mE x 20mN spaced drilling, Indicated Mineral 
Resources are defined nominally on 50mE x 40mN spaced drilling and Inferred Mineral Resources 
nominally 100mE x 100mN with consideration given for the confidence of the continuity of geology and 
mineralisation. 

• To reflect the reasonable prospects of eventual economic extraction (RPEEE) as described by the JORC 
Code (2012) the Jaguar MRE update has been reported within a pit shell using modifying factors 
determined in the July 2024 Jaguar Feasibility Study and a metal price of US$26,000/t Ni and 76% 
payability for a nickel concentrate product.  

• For the reporting of the MRE within the pit, a 0.3% Ni cut-off grade has been maintained and this is in 
line with the cut-off grade used in the feasibility study. A 0.7% Ni cut-off grade has been used for 
reporting the resources below the pit shell reflective of the cut-off grade that was determined for the 
underground operations developed in the Jaguar Scoping Study. 

• Oxide and saprolite material are excluded from the Mineral Resource. 
• The Jaguar Mineral Resource in part has been classified as Measured and Indicated with the remainder 

as Inferred according to JORC 2012. 
Audits or reviews • The results of any audits or reviews of Mineral Resource 

estimates. 
• The Company has completed five Mineral Resource Estimates. The previous models were reviewed by 

Entech and Deswik as part of the RPEEE assessments.  
• Cube Consulting Pty Ltd (Cube) were engaged to provide an external peer review and risk analysis of the 

November 2022 and August 2024 MRE. Cube was satisfied with the MRE and determined no fatal flaws, 
however, cautioned that the current JORC Code classification scheme used may understate the risk of 
unknown nickel metal continuity within the interpreted mineralisation domains.  

• The November 2022 MRE was reviewed by Mining Plus as part of the Reserve Estimate and Feasibility 
Study. 

•  The current model was reviewed by Mining Plus as part of the RPEEE assessments. 
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Discussion of relative 
accuracy/ confidence 

• Where appropriate a statement of the relative accuracy and 
confidence level in the Mineral Resource estimate using an 
approach or procedure deemed appropriate by the 
Competent Person. For example, the application of statistical 
or geostatistical procedures to quantify the relative accuracy 
of the resource within stated confidence limits, or, if such an 
approach is not deemed appropriate, a qualitative discussion 
of the factors that could affect the relative accuracy and 
confidence of the estimate. 

• The statement should specify whether it relates to global or 
local estimates, and, if local, state the relevant tonnages, 
which should be relevant to technical and economic 
evaluation. Documentation should include assumptions 
made and the procedures used. 

• These statements of relative accuracy and confidence of the 
estimate should be compared with production data, where 
available. 

• The relative accuracy of the Mineral Resource estimate is reflected in the reporting of the Mineral 
Resource as per the guidelines of the 2012 JORC Code. 

• The statement relates to global estimates of tonnes and grade. 
• No previous mining has taken place at the Project, and production data is not available to reconcile 

against the block model estimates. 

 

SECTION 4 - ESTIMATION AND REPORTING OF ORE RESERVES 

(Criteria listed in section 1, and where relevant in sections 2 and 3, also apply to this section.) 

Criteria JORC Code explanation Commentary 

Mineral Resource 
estimate for conversion 
to Ore Reserves 

• Description of the Mineral Resource estimate used as a 
basis for the conversion to an Ore Reserve. 

• Clear statement as to whether the Mineral Resources are 
reported additional to, or inclusive of, the Ore Reserves. 

• The Mineral Resource estimate (MRE) used as the basis for this Ore Reserve was estimated by an 
independent geology consultant, Mr. Lauritz Barnes, employee of Trepanier Pty Ltd and Mr. Roger 
Fitzhardinge employee of Centaurus Metals Pty Ltd. The MRE was announced 5th August 2024. For a 
summary of the material information used to estimate the Mineral Resource please refer to ASX 
Announcements 5th August 2024. 

• Mineral Resources are reported inclusive of Ore Reserves. 
Site visits • Comment on any site visits undertaken by the Competent 

Person and the outcome of those visits. 
• If no site visits have been undertaken indicate why this is 

the case. 

• Adriano Carneiro, Mining Plus employee at the time, visited the Jaguar site from 25th to 27th April 2023.   
• The visit provided the opportunity to gather information and inspect physical features, existing 

infrastructure, geologic evidence, waste dump and pit footprint, accesses, and licensing. 
• The Competent Person, Mark Fusco, Mining Plus employee, did not visit the site. 
• The second Competent Person, Peter Lock, Mining Plus employee, did not visit the site. 

Study status • The type and level of study undertaken to enable Mineral 
Resources to be converted to Ore Reserves. 

• The Code requires that a study to at least Pre-Feasibility 
Study level has been undertaken to convert Mineral 
Resources to Ore Reserves. Such studies will have been 
carried out and will have determined a mine plan that is 
technically achievable and economically viable, and that 
material Modifying Factors have been considered. 

• The Ore Reserve estimates are supported by a JVEP Study whereby legal, permitting, technical, 
environmental and social aspects were addressed, geology studies and Mineral Resource estimates were 
produced, geotechnical and hydrogeological aspects were evaluated as well as tailings and waste disposal, 
mining, metallurgical performance and marketing aspects were also assessed. A mine plan was produced 
with the required detail for design and scheduling to complete the definition of the Modifying Factors. 
The production plan, revenue, and costs for initial development, sustaining operations and closure were 
included in the financial analysis, resulting in positive economic outcomes. 
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Criteria JORC Code explanation Commentary 

Cut-off parameters • The basis of the cut-off grade(s) or quality parameters 
applied. 

• Centaurus plans for the Jaguar Project to produce a nickel sulphide concentrate for sale internationally.  
• The mining block model was updated with a block value field (Net Smelter Return (NSR) $/t) being a 

function of the contained metal, metallurgical domain, metal recovery, nickel price forecast, concentrate 
grades, concentrate payability, logistics costs and applicable royalties. 

• Preliminary metal recoveries based on metallurgical domains were used for the block value field NSR 
calculation. Further refinement of recoveries based on metallurgical testwork was completed after the 
optimisation process and used to determine product quantities and qualities in the Project financial 
model 

• A long-term nickel price of US$19,800/tonne was used with the pricing assumption supported by a 
detailed market summary prepared by AME Mineral Economics Pty Ltd (AME), consensus price forecasts 
by global investment banks and Centaurus ’s assessment of the nickel supply/demand balance and cost 
curve from the commencement of planned operations from Jaguar 

• Whittle was used to create pit shells optimised on NSR. Selected ultimate shells showed an optimal nickel 
cut-off grade of 0.3%. A 0.4% Ni cut-off grade was adopted for scheduling to improve feed grade. 

• A 0.4% Ni cut-off grade was used for the Ore reserve Estimate. 
• Optimisation was completed on Measured and Indicated Resources with Inferred Resources being 

classified as waste 
• The study includes an escalated contractor-based mining cost model reflecting the mining schedule, with 

an average life of mine mining cost of USD $3.71/rock tonne. 

Payable
s Unit 

Average LOM 
Jaguar 

Concentrate 
Specification 

Payable/Penalty 
Criteria 

Ni % 30.1 73 – 82% > 30% 

Cu % 1.40 40%-50% ≥ 1% 

Co % 0.20 25%- 45% ≥ 0.2% - 0.3% 

• Royalties applied on the COG calculation were Financial Compensation for Mineral Exploitation (CFEM) 
2%, Vale Royalties 2% and Banco Nacional de Desenvolvimento Economico e Social (BNDES) 1.80%. 

• No landowner Royalty was included as the land is expected to be purchased and that cost has been 
included in Project capital estimates. 
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Criteria JORC Code explanation Commentary 

Mining factors or 
assumptions 

• The method and assumptions used as reported in the Pre-
Feasibility or Feasibility Study to convert the Mineral 
Resource to an Ore Reserve (i.e. either by application of 
appropriate factors by optimisation or by preliminary or 
detailed design). 

• The choice, nature and appropriateness of the selected 
mining method(s) and other mining parameters including 
associated design issues such as pre-strip, access, etc. 

• The assumptions made regarding geotechnical parameters 
(eg pit slopes, stope sizes, etc), grade control and pre-
production drilling. 

• The major assumptions made and Mineral Resource model 
used for pit and stope optimisation (if appropriate). 

• The mining dilution factors used. 
• The mining recovery factors used. 
• Any minimum mining widths used. 
• The manner in which Inferred Mineral Resources are 

utilised in mining studies and the sensitivity of the outcome 
to their inclusion. 

• The infrastructure requirements of the selected mining 
methods. 

• The deposit consists primarily of hard rock overlain by transitional and oxide material. The mining method 
is conventional open pit whereby excavation, loading and hauling will be executed by 70t excavators 
matched to 45t trucks after drilling and blasting the majority of the ore and waste.   

• There is an assumption that mining operations will be contracted out to one or more qualified, 
experienced mining contractor(s). 

• Production drilling will be executed with 114 mm diameter holes on 7.5m benches.  
• Mining Ore Blocks were defined using stope optimiser software. All mining ore blocks had 0.5m dilution 

added to hangingwall and footwall. Dilution contained background nickel concentrations. Mining ore 
block shapes followed a mineralised wireframe or defaulted to strike 15° and dip 105°. Minimum shape 
width was 2m. Block grades within each shape were aggregated to a single diluted grade with a Ni% cutoff 
of 0.2% used. 

• Dilution applied locally to mining ore blocks accounted for 17% of the Ore Reserve Estimate 
• 90% of mining ore blocks 10m wide or less, with a nominal average of 5m confirms the need for selective 

mining. 
• Sensitivity on selected diluted mining block grades was conducted, and a 0.4% Ni cutoff was selected for 

scheduling. 
• The selective mining process allows mining recovery set at 100% of diluted blocks.  
• Detailed geotechnical logging and mapping, empirical design method applications, and numerical stability 

analysis were completed as part of the studies (reference/Geotech). Geomechanical considerations 
defined the suitability of the mining method and the pits geometry.  

• A 15m high berm to berm bench height will be mined using two, 7.5 flitches.  
• Batter angles of 45 degrees, 50 degrees and 85 degrees for oxides, transitional and fresh rock 

respectively. When combined with a 7m wide berm resulted in inter-ramp angles of 34 degrees, 37 
degrees and 61 degrees. 

• Mine roads are designed to be suitable for the largest equipment travelling along routes, typically 9m 
wide for single lane and 13m wide for dual lanes. 

• Minimum mining width of 40m used 
• Mine pre-stripping is focused on winning material for the site infrastructure construction requirements 

including the Run-Of-Mine pad, Integrated Waste Landform, and site road construction.   
• Infrastructure design was completed during the mine design to address the required waste and tailings 

disposal requirements, access roads, mine dewatering, power supply, workshops, warehouses, offices, 
explosives preparation facilities and other support facilities. 

• Measured and Indicated Mineral Resources above the cutoff were evaluated and Inferred Resources were 
assigned to waste. Included in the waste material is 17.2 ktonnes of inferred material above the 0.4% Ni 
cut-off grade 

• Grade control drilling by RC drilling method will be undertaken on a 12.5m x 10m pattern. 
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Criteria JORC Code explanation Commentary 

Metallurgical factors or 
assumptions 

• The metallurgical process proposed and the 
appropriateness of that process to the style of 
mineralisation. 

• Whether the metallurgical process is well-tested 
technology or novel in nature. 

• The nature, amount and representativeness of 
metallurgical test work undertaken, the nature of the 
metallurgical domaining applied and the corresponding 
metallurgical recovery factors applied. 

• Any assumptions or allowances made for deleterious 
elements. 

• The existence of any bulk sample or pilot scale test work 
and the degree to which such samples are considered 
representative of the orebody as a whole. 

• For minerals that are defined by a specification, has the ore 
reserve estimation been based on the appropriate 
mineralogy to meet the specifications? 

• The plant will produce a conventional nickel sulphide concentrate via flotation concentration.  The plant 
will incorporate conventional crushing, milling, flotation and dewatering activities.  The design of the 
processing facility is based on laboratory testwork programs demonstrating that nickel sulphide recovery 
by flotation is feasible. 

• Mineralogical and metallurgical samples were selected from all deposits within the Project providing 
geochemical information coupled with flotation responses to produce metallurgical recovery factors.  The 
samples selected are both mineralogically and spatially representative of the deposits.  This sampling and 
testing provide the basis for the metal recovery and throughput estimates.  259 continuous drill intervals 
derived from 3,344m of NQ/HQ core were selected to allow for detailed mineralogy, 23 comminution 
samples and 27 flotation samples for development/variability/pilot testwork.  An additional 437m of PQ 
drilling was completed, twinning existing resource holes, to provide sufficient mass for detailed 
comminution testing. 

• Mineralogical examinations identified the nickel sulphide minerals present, being predominately 
millerite/pentlandite/violarite minerals. 

Mineral Number of 
Analyses Nickel (%) 

Millerite 77 63.3 
Pentlandite 95 40.0 
Violarite   18 43.4 
Polydymite 8 53.9 
Crystalline Pyrite 129 0.12 
Porous Pyrite 43 1.88 
Pyrrhotite 12 0.16 
Chalcopyrite 37 0.32 
Sphalerite 28 0.16 
Magnetite 180 0.16 

• The testwork including mineralogy identified 8 geometallurgical domains for fresh mineralisation plus 
transition material. 

• For each domain mass recovery to concentrate and nickel recovery algorithms have been developed 
together with mill throughput parameters based on the comminution circuit selected. 

• The analysis of the transitional material flotation testwork metallurgical performance indicated that up to 
a maximum of 22% lower Ni recoveries were achieved compared to the equivalent estimation for fresh 
material. 

• Concentrate grade determined from the pilot testwork has indicated deleterious elements such as arsenic 
and cadmium.  Traditional penalty elements have been assayed and found not to reach threshold penalty 
limits. 
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Criteria JORC Code explanation Commentary 

Metallurgical factors or 
assumptions (con’t) 

•  Element Units Value 
Nickel % 34.10 
Cobalt % 0.20 
Copper % 0.60 
Zinc % 1.99 
Sulphur % 31.90 
MgO % 1.50 
Iron % 12.70 
Iron : MgO  8.46 
Bismuth % < 0.002 
Fluorine ppm 800 

• Due to the variable hardness of the deposits the process plant has been designed to accommodate the 
required range of 3.0 to 4.0 Mtpa. 

• For the financial analysis, mass and recoveries formulas were applied according to the concentrate 
scenario: 

 Fresh Rock Transitional Rock 
Jaguar South 
Metallurgical Recovery – Nickel 0.91 * (NiSfeed/Nifeed)  Fresh Rock *79% 

Jaguar Central North Metallurgical 
Recovery – Nickel 0.92 * (NiSfeed/Nifeed) Fresh Rock *79% 

Jaguar Central Metallurgical Recovery 
– Nickel 0.86 * (NiSfeed/Nifeed) Fresh Rock *79% 

Jaguar West Metallurgical Recovery – 
Nickel  0.75 * (NiSfeed/Nifeed) Fresh Rock *79% 

Jaguar Northeast Metallurgical 
Recovery – Nickel 0.71 * (NiSfeed/Nifeed) Fresh Rock *79% 

Jaguar North Metallurgical Recovery – 
Nickel 0.90 * (NiSfeed/Nifeed) Fresh Rock *79% 

Onça Preta Metallurgical Recovery - 
Nickel  0.82 * (NiSfeed/Nifeed) Fresh Rock *79% 

• Nickel concentrate mass recovery were applied to all domains on the following basis 
• Nickel Concentrate Mass Recovery (%) = 2.85 x NiSfeed (0.79 factor considered for transitional material) 
• Nickel Concentrate Grade was calculated (nickel metal in concentrate / concentrate mass) 
• Zinc Grade in Nickel concentrate 

 Zinc Concentrate (%) 

Jaguar Deposits Zinc grade in nickel concentrate 4.0 x Znfeed 

Onça Preta Deposit Zinc grade in nickel concentrate 1.0 x Znfeed •  
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Criteria JORC Code explanation Commentary 

Environmental • The status of studies of potential environmental impacts of 
the mining and processing operation. Details of waste rock 
characterisation and the consideration of potential sites, 
status of design options considered and, where applicable, 
the status of approvals for process residue storage and 
waste dumps should be reported. 

• The Jaguar project includes one exploration license (ANM 856.392/1996) for a total of circa 30 km2. A 
Mining Lease Application has been lodged that allows for ongoing exploration and project development 
ahead of Project implementation. The Mining Lease application was approved at a technical level in 
January 2024 indicating that the technical requirements have been met in relation to the grant of the 
Mining Lease as well as the recognition of the Company’s capacity to implement the Project.  The Mining 
Lease application is at the final stage of approval with all perquisites met issue expected in Q2/2025. 

• The Environmental Impact Assessment (EIA) and Preliminary License (LP) were approved by COEMA (the 
Pará State Environmental Committee) in early February 2024.  A set of 29 environmental and social 
management plans were approved by SEMAS/PA, of which nine (9) relate to aspects of the Physical 
Environment, five (5) of the Biotic Environment, eight (8) of the socio-economic and cultural heritage 
environments, and another seven (7) management plans relating to Project implementation. 

• The Installation Licence (LI) which permits the Project to be built and commissioned, but not sell 
concentrate, was issued on 7 March 2025. 

• Given the presence of sulphide minerals within the deposits, acid and metalliferous drainage studies were 
undertaken both on representative samples of waste rock and tailings for the purpose of estimating the 
acid drainage (ARD) potential.  The ARD testwork methodology applied to the Project samples exceeded 
the requirements of Brazil and is more aligned to the international standards of waste rock geochemistry 
testwork practices.  Modified Acid-Base Accounting (MABA) testwork was conducted on 119 
representative waste rock, ore, flotation tailings samples from the Project’s main orebody.  Leaching 
testwork and solubilisation testwork was also conducted on a sub-group of 30 samples in accordance with 
recognised ARD testwork methodology 

• Review of the geochemical properties of waste rock lithologies was undertaken to evaluate the potential 
for acid mine drainage and metal leaching from waste. The analysis concluded that the waste rock has low 
acid drainage and metal leachate generation potential. 

• Geochemical characterization of the process residues as well as leaching and solubilization tests were 
prepared by ALS Ambiental: for the flotation tailings to be disposed in the IWL. The material did not 
present parameters with concentrations above the limits recommended by the Brazilian standard NBR 
10.004 (ABNT, 2004) and the waste was classified as Class IIB (non-hazardous and inert waste). 

• Geotechnical drilling, foundation and slope stability assessments have been completed for waste dump 
and Integrated Waste Landform (IWL) designs for pit and process waste storage in accordance with 
Brazilian standards. The stability analyses for the waste dumps meet the Brazilian standard NBR 13.029 
(ABNT, 2017b). 

• The primary destination for the waste rock excavated from the mine will be for the construction of the 
IWL reservoir for the flotation tailings. The excess waste will be disposed of in two waste dumps to be 
established to accommodate the extra waste with adequate containment for the management of any 
potential contaminated water or sediment generation. 



AUSTRALIAN SECURITIES EXCHANGE ANNOUNCEMENT 
& MEDIA RELEASE 
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Infrastructure • The existence of appropriate infrastructure: availability of 
land for plant development, power, water, transportation 
(particularly for bulk commodities), labour, 
accommodation; or the ease with which the infrastructure 
can be provided or accessed. 

• The Jaguar Project is located in the municipality of São Félix do Xingú, approximately 40 km from the city 
of Tucumã, and 250 km from the city of Parauapebas, in the Carajás mineral province.  

• The Project area lies in an established mining region. Local towns and cities provide support services for 
mining operations. The mines, along with agribusiness, are the major employers of the region and are well 
supported by the population and the municipalities.  

• The workforce will be mainly sourced from the local population and reside in the neighbouring towns, 
supplemented by some experienced external operational and technical staff as required. The nearby 
towns support existing mining operations. 

• Construction, Equipment and Mine Service suppliers and providers are readily available in the mineral 
province. 

• The site establishment will require a 38km 230kV powerline to be connected to site from the national 
power grid and 40km of main access road upgrade from Tucumã to site. 

• Jaguar West pit and Jaguar Central pit are separated by a creek. Prior to the open pit operations 
progressing below natural ground level an engineered containment channel will be excavated and lined to 
contain water flows from a 1 in 10,000 year rain event. Hydrological assessment and preliminary channel 
design has been completed for capital cost estimation. 

• Water will be drawn from the Igarapé Mogno creek, approximately 6.5km from the plant site. 
• The Project is a greenfield site and all operating infrastructure will be required to be developed for the 

Project.  The planned mine and processing facilities will require infrastructure and services to support the 
processing of 3.5Mt/y of run-of-mine (ROM) ore to produce nickel concentrate product.  The skills to 
build, operate and maintain the necessary infrastructure are available locally.  Security fencing will be 
installed in a number of locations around the site including the main access area to control the movement 
of personnel and vehicles entering and leaving the site safely. 

• Centaurus owns the majority of land required for the Project and is advancing negotiations for the 
remaining land through direct negotiations with the owner and through mining lease applications. There 
is no reason to expect that access to required land will not be resolved in an acceptable time frame. 
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Costs • The derivation of, or assumptions made, regarding 
projected capital costs in the study. 

• The methodology used to estimate operating costs. 
• Allowances made for the content of deleterious elements. 
• The source of exchange rates used in the study. 
• Derivation of transportation charges. 
• The basis for forecasting or source of treatment and 

refining charges, penalties for failure to meet specification, 
etc. 

• The allowances made for royalties payable, both 
Government and private. 

• Capital costs were derived from “first principal” buildups based on supplier quotes, engineering 
calculations, material take off estimates and implementation schedule. 

• Operating costs were derived from contractor cost buildups based on scopes of works, requests for 
pricing and analysis of supplier responses, engineering calculations, equipment performance statistics, 
test work results for consumption rates and experienced technical personnel knowledge. 

• When commercially and technically acceptable, equipment, contractors and suppliers from Brazil have 
been used with costs then converted to US dollars. Internationally sourced suppliers have been used 
when necessary.  

• An escalation adjustment factor was applied to all costs to bring them to Q3 2024. 
• The exchange rate for capex and opex estimates is 5.30 USD:BRL.  
• Royalties payable to government and private royalties are detailed below:  
• The Brazilian state royalty (Compensação Financeira pela Exploração Mineral- CFEM) is calculated as of 2% 

of the revenue for base metals. The landowner’s royalties are as of 50% of the CFEM for production off 
the landholder’s land.  

• Centaurus owns the majority of the land directly affected by the Project and is in discussions with the 
landowner of the remaining parcel to acquire. Costs for purchase of this land are allowed for in the capital 
cost. No landholder royalty is expected. 

• The tenement is part of a Sale & Purchase Agreement (SPA) with Vale S.A. One final deferred 
consideration payment totalling US$ 5.0M (on commencement of commercial production) and a 
production royalty (2.00% on a nickel concentrate product) are to follow.   

• Centaurus has taken on the original obligation of Vale to the Brazilian National Development Bank (Banco 
Nacional de Desenvolvimento Econômico – BNDES for a 1.8% Net Operating Revenue royalty.  

• Transport charges are derived from request for pricing for the transport, export duties and freight of the 
products from Vila do Conde, in Pará state, to Southeast Asia. 

Revenue factors • The derivation of, or assumptions made regarding revenue 
factors including head grade, metal or commodity price(s) 
exchange rates, transportation and treatment charges, 
penalties, net smelter returns, etc. 

• The derivation of assumptions made of metal or 
commodity price(s), for the principal metals, minerals and 
co-products. 

• Detailed feed grades were derived from the mine plan. Financial assumptions, including metal prices, 
exchange rates and NSR elements, treatment costs and transport, freight, and insurance costs were 
derived from Centaurus corporate financial and economic assumptions. These economic assumptions are 
generally derived from relevant industry references such as analyst forecasts and industry commercial 
terms for similar products. 
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Market assessment • The demand, supply and stock situation for the particular 
commodity, consumption trends and factors likely to affect 
supply and demand into the future. 

• A customer and competitor analysis along with the 
identification of likely market windows for the product. 

• Price and volume forecasts and the basis for these 
forecasts. 

• For industrial minerals the customer specification, testing 
and acceptance requirements prior to a supply contract. 

• In November 2023 Centaurus engaged AME Mineral Economics Pty Ltd (AME) to provide an Industry 
Report on the Nickel Market which included information on nickel forecast supply, demand and pricing 
outlook.  

• Engagement with potential offtake parties has confirmed the marketability of the Jaguar concentrate and 
potential terms. Third parties have reviewed concentrate assays and conducted their own tests and 
provided indicative terms including payability and penalty ranges.  

• A long-term nickel price for the Project of US$19,800/tonne (US$8.98/lb) and an 80% nickel payable was 
used for the purpose of the JVEP economics.   

• A long-term Copper and Cobalt Price of US$9,900/tonne and US$33,000/tonne respectively has been used 
in the JVEP. Copper grades in concentrate regularly exceed minimum payable threshold levels depending 
on the area being mined and cobalt occasionally.  

• Centaurus will produce an average of 62,000 tonnes of nickel concentrate annually once at full scale 
production. 

Ni (%) S (%) Cu (%) Co (%) Zn (%) 
30.1 36.6 1.4 0.19 1.4 

• Revenue is determined by the metal content of the products, price assumptions with deductions for 
transport and shipping. 

• The costs of sales include the transport costs from mine to customer, and any commercial adjustments for 
deleterious elements.   

• The Jaguar Nickel Project is in the development phase.  There are no off-take contracts currently in place. 
• Assessed payables used in the Study is set out below 

 Unit 
Average LOM Jaguar 

Concentrate 
Specification 

Payable/Penalty Criteria 

Ni % 30.1 80% ≥ 10% 

Cu % 1.4 40%-50% ≥ 1% 

Co % 0.2 25%- 45% ≥ 0.20% - 0.3% •  
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Criteria JORC Code explanation Commentary 

Economic • The inputs to the economic analysis to produce the net 
present value (NPV) in the study, the source and 
confidence of these economic inputs including estimated 
inflation, discount rate, etc. 

• NPV ranges and sensitivity to variations in the significant 
assumptions and inputs. 

• A full financial analysis was produced for the JVEP Study, resulting in a positive net present value.  
• Metal prices forecasts and revenue assumptions, capital and operational costs estimates are detailed in 

the previous tables.  
• Detailed feed grades were derived from the mine plan. Financial assumptions, metal prices, exchange 

rates and NSR elements, and treatment costs and transport, freight and insurance costs were derived 
from Centaurus corporate financial and economic assumptions. These economic assumptions are 
generally derived from relevant industry references such as analyst forecasts and industry commercial 
terms for similar products.   

• The Project Net Present Value (NPV) is sensitive to metal prices for Nickel and to metallurgical recoveries, 
and to a lesser extent, to exchange rate fluctuations, operational costs and capital costs.   

• Gross revenue was estimated based on production schedule yearly quantities, grades and metallurgical 
recoveries.  

• A discount rate of 8% was used in the analysis. 
• The Competent Persons were provided with a Reliance Letter (30 April 2025) regarding the financial 

model’s outcome of the Project. 
Social • The status of agreements with key stakeholders and 

matters leading to social licence to operate. 
• No further major licenses than those indicated under the Environmental section are believed to be 

contingent to the Project implementation.  
• Secondary licenses will be necessary for the implementation of the power line to the Project, water 

supply and explosives preparation and storage.  
• The social impact of the Project will be positive in the provision of additional job opportunities and the 

training in mining skills. With workforce employment projected to be in excess of 1,100 persons once in 
full operation, the Project implementation will provide direct employment and will also stimulate the local 
economies creating a number of indirect employment and business opportunities as well. 

Other • To the extent relevant, the impact of the following on the 
project and/or on the estimation and classification of the 
Ore Reserves: 

• Any identified material naturally occurring risks. 
• The status of material legal agreements and marketing 

arrangements. 
• The status of governmental agreements and approvals 

critical to the viability of the project, such as mineral 
tenement status, and government and statutory approvals. 
There must be reasonable grounds to expect that all 
necessary Government approvals will be received within 
the timeframes anticipated in the Pre-Feasibility or 
Feasibility study. Highlight and discuss the materiality of 
any unresolved matter that is dependent on a third party 
on which extraction of the reserve is contingent. 

• As the permitting process is ongoing, there is, nevertheless, a risk of unplanned impacts to the license 
schedule or requests for additional compensation.  

• The project financial outcomes are dependent on the exchange rate fluctuations: since costs are mostly 
denominated in Brazilian Reais and revenues are in US Dollars, US Dollar devaluations can result in 
negative impacts on of the project economic results.  

• The project financial outcomes are positively impacted by tax benefits under the SUDAM 
(Superintendência de Desenvolvimento da Amazônia) investment program that will result in lower income 
tax. This requires submitting a timely application and then waiting for the granting of these benefits. 

Audits or reviews • The results of any audits or reviews of Ore Reserve 
estimates. 

• No audits were undertaken for the Ore Reserve estimates to verify its compliance with the JORC Code 
(2012/reference). 
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Criteria JORC Code explanation Commentary 

Discussion of relative 
accuracy/ confidence 

• Where appropriate a statement of the relative accuracy 
and confidence level in the Ore Reserve estimate using an 
approach or procedure deemed appropriate by the 
Competent Person. For example, the application of 
statistical or geostatistical procedures to quantify the 
relative accuracy of the reserve within stated confidence 
limits, or, if such an approach is not deemed appropriate, a 
qualitative discussion of the factors which could affect the 
relative accuracy and confidence of the estimate. 

• The statement should specify whether it relates to global or 
local estimates, and, if local, state the relevant tonnages, 
which should be relevant to technical and economic 
evaluation. Documentation should include assumptions 
made and the procedures used. 

• Accuracy and confidence discussions should extend to 
specific discussions of any applied Modifying Factors that 
may have a material impact on Ore Reserve viability, or for 
which there are remaining areas of uncertainty at the 
current study stage. 

• It is recognised that this may not be possible or appropriate 
in all circumstances. These statements of relative accuracy 
and confidence of the estimate should be compared with 
production data, where available. 

• The Ore Reserve estimate is supported by appropriate legal and environmental considerations as well as 
engineering design, scheduling, and financial analysis meeting the requirements of a Pre-Feasibility Study.  

• No statistical procedures were carried out to quantify the accuracy of the Ore Reserve estimate.  
• Following the Mineral Resource, the Ore Reserve is a global estimate, derived from a block model that has 

sufficient local accuracy to be used for the mining studies and the derivation of the Modifying Factors to a 
Feasibility Study.  

• The Modifying Factors, such as mining dilution, geotechnical parameters, NSR cutoff and metallurgical 
test work assumptions are subject to ongoing refinement which will better influence the accuracy of the 
Ore Reserve.  

• There has been no production from Jaguar to reconcile estimates to actual production data. 

Classification • The basis for the classification of the Ore Reserves into 
varying confidence categories. 

• Whether the result appropriately reflects the Competent 
Person’s view of the deposit. 

• The proportion of Probable Ore Reserves that have been 
derived from Measured Mineral Resources (if any). 

• The Ore Reserve estimates are based on the Mineral Resource estimates that are classified as Measured 
and Indicated and after considering all Modifying Factors including as legal, environmental, geological, 
geotechnical, mining, metallurgical, social, economic and financial aspects.  

• Proven Ore Reserves were derived from the Measured Mineral Resources and Probable Ore Reserves 
were derived from Indicated Mineral Resources.   
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APPENDIX B – Data and references for comparison of pre-mined resources of global nickel sulphide Deposits and Camps 

 
Source: MinEx Consulting © August 2024, based on the latest available published data from the various mine owners. 

Notes: The quoted resources shown in the graph are “Pre-Mined Resources”; Pre-Mined Resources refers to Current Resource plus Historic Production (adjusted, where possible for processing 
losses); Current Resource refer to Measured + Indicated + Inferred Resources. Current Resource are inclusive of any reported Proven & Probable (P&P) Reserves where appropriate. 

Of the listed camps/deposits Kabanga and Jaguar are the only projects that have resources that are yet to be mined. Camps are a collection of deposits sharing a common proximal location and 
geology - and they usually share a common processing facility. When a set of mines is owned by a single company, the reported endowment often refers to the entire camp. 

a) The Norilsk and Talnakh deposits are now treated as separate camps - the Norilsk name remains associated with the Talnakh deposits as it is the historical name and more recognisable 
to the market; 

b) The Talnakh and Norislsk 1 figures are for the combined M&I Resource. NorNickel does not report Measured and Indicated (M&I) Resources on a separate basis and Resources are not 
JORC compliant; 

c) Jinchuan Group does not report any official Resource figures for Jinchuan.  For completeness MinEX have set the Measured Resource to match the most recent published Reserve, 
these are not JORC compliant; 

d) The P&P Reserves have been allocated across both the Measured and indicated Resource figures; 
e) The Measured Resource includes 31.1 Mt @ 1.791% Ni of P&P Reserves; 
f) MinEX have assigned all of the P&P Reserves to the published Measured Resource; 
g) In October 2022 Mincor Resources announced that the LN04a deposit contained a P&P Reserve of 0.136 Mt @ 3.6% Ni.  The associated Resource is allocated to the Resource figures 

for Long and Durkin North deposits; 
h) Cumulative historical production are estimates by MinEx Consulting based on available published data from various sources (in the first instance the operating company itself); 
i) Companies with resources within the Sudbury Camp include: Vale, Glencore, KGHM, Magma Mining, SPC Nickel Corp and First Nickel; 
j) Companies with resources within the Thompson Belt Camp include: Vale, Blackstone, CaNickel Mining and Mistango River Resources; 
k) Companies with resources within the Kambalda Camp include: Lunnon Metals, Wyloo Pty Ltd, Cherish Metals, Westgold Resources, Develop Global Ltd and Lefroy Exploration. 
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